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JOB BRIEFING PLAN 
 
STEP I.    PLAN THE JOB BRIEFING 
A. Develop your own work plan by: 

1. Reviewing work or task to be accomplished 
2. Checking the job location and work area. 
3. Breaking the work or task down into step-by-step procedure. 
4. Determine tool, equipment and material requirements. 
5. Determining what safety rules or procedures are applicable. 

 
B. Consider existing and potential hazards that might be involved as a result of: 

1. Job and weather conditions. 
2. The nature of the work to be done. 
3. The job location. 
4. The tools, equipment and materials used. 
5. Equipment to be worked on. 
6. Traffic conditions and visibility. 
7. Time of day. 
8. Safety or personal protective equipment required. 

 
C.  Consider how work assignments will be made. 

1. Group assignments. 
2. The nature of the work to be done. 
3. Abilities and experience of individuals. 

 
 
STEP II.   CONDUCT THE JOB BRIEFING. 
A.  Explain work or task to employees. 

1. What is to be done 
2. Why is it to be done 
3. When it is to be done. 
4. Where it is to be done. 
5. How it is to be done. 
6. Who is to do it 
7. What safety precautions are necessary 

B. Discuss existing or potential hazards and ways to eliminate or protect against them. 
C. Make sure employees understand assignments. 

1. Make sure employees understand assignments. 
2. Ask questions of the “how” and “why” type. 

D. If special tools, materials, equipment or methods are to be used, make sure employees know how to proceed safely. 
 
 
 

STEP III.  JOB BRIEFING FOR SPECIAL CONDITIONS. 
A.   Complex jobs. 

1. Brief only a portion of the job. 
2. Give additional briefing as the job progresses. 

 
B. Change in job conditions – when it becomes necessary to change plans and procedures as the job progresses, brief employees on these changes.  
(As an example: the weather condition changes). 
 
 
STEP IV.  FOLLOW UP BY SUPERVISOR 
It is important that frequent checks be made as the job progresses to be sure that: 
 
A. Your plans are being followed and correct work methods used. 
B. Each person is carrying out the assigned responsibilities. 
C. Any hidden hazards have been identified and action initiated to eliminate or what precautions are required. 
 
 
STEP V.  INDIVIDUAL REPONSIBILITY 
All employees are responsible to see that the work plan is carried out according to the Job Briefing or modified when conditions change. 
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28.0
29.0

TIMETABLE LEGEND 
GENERAL 

 
Unless otherwise indicated on subdivision pages, the 
train dispatcher controls all main tracks, sidings, 
Interlockings, controlled points and yard limits 

 
STATION LISTING AND DIAGRAM PAGES 

 
1 – HEADING 

 
The subdivision is identified by name and by 2 letter 
identifier 
 

2 – COLUMN HEADINGS AND LISTINGS 
 
A. AUTHORIZED SPEED 
 
The maximum speed permitted between mileposts listed 
may also include restrictions over road crossings or other 
defined locations. Where speeds differ between various 
classes of trains, they will be listed in separate columns. 
 
Abbreviations used are (P) – Passenger, (F) – Freight. 
Designations for other trains will be identified in 
Subdivision Special Instructions. Where speeds differ in 
multiple track territory, the speeds for individual tracks will 
be listed. Special speeds, such as over road crossings, 
will be shown in shaded blocks. 
 
B. MILEPOST 
 
The alpha-numeric milepost for the station or reference 
point. At locations to check speed indicators the 
mileposts will be listed without alpha prefixes and will be 
shown with a wide border. 
 
C. STATION 
 
The Controlled Point, Interlocking, Station or other 
reference point name. The miles between stations listed 
in bold letters will be shown on the right side of the 
column and total miles will be shown at end of diagram. 
 
D. TRACK DIAGRAM 
 
The timetable assigned direction from the first listing to 
the last is defined above the track diagram by arrows and 
direction. 

 
E. AUTH FOR MOVE  (AUTHORITY FOR MOVEMENT) 
 
The authority for movement rules applicable to the 
subdivision are listed below this box. 
 
F. TWC – Track Warrant Control Rules 
 
TWC-DTC – Listing of TWC-DTC blocks for 
permanent or temporary use. 
 
TWC-DCS – Listing of TWC-DCS stations with the letter 
‘D’ for permanent or temporary use as dispatching points. 
 

 
 
G. NOTES 
 
Where station page information may need to be further 
defined, a note will refer to “STATION PAGE NOTES” listed at 
the end of the diagram. 
 

3 – SYMBOLS USED IN THE DIAGRAM 
 
N – North     S – South     E – East     W – West 
YL – Yard Limits 
NB – Northbound      SB – Southbound 
EB – Eastbound       WB – Westbound  
 
Milepost used for checking speed indicator 
accuracy will be shown without alpha prefixes 
and will be bordered like this: 
 
(P) Passenger Station 
CP Controlled Point 
(X) Interlocking 
(R) Remotely Controlled 
RT Running Track 
IT Industrial Track 
ss Spring Switch 
(A) Automatically Controlled 
ABS Automatic Block Signal Rules 
CPS Control Point Signal Rules 
TTB Thru-Truss Bridge 
CSS Cab Signal System Rules 
ATC Automatic Train Control Rules 
EQHR Equipment Handling Rules 
SDF Slide Detector Fence 
SDS Slide Detector Signal 
SDG Siding 
SSDG Signaled Siding 
CSDG Controlled Siding 
ABTH Air Brake and Train Handling Rules  
 
Communications text boxes show Dispatcher,  
Operator, Yardmaster or other station. AAR  
channel, call-in tone and where used, the number  
of "clicks" to call the station. If there is a separate road 
channel it be shown as "RD –" 
 
Defect Detectors 
(1) Type 1 (Equipment Handling Rules) 
(2) Type 2 (Equipment Handling Rules) 
AD Audible Detector 
DED Dragging Equipment Detector 
DEDAC Dragging Equipment Detector, Axle Counter 
HBD Hot Box Detector 
HCD High Car Detector 
HCDAC High Car Detector, Axle Counter 
HWD Hot Wheel Detector 
PDD Protruding Door Detector 
SWD Sliding Wheel Detector 
WID Wheel Impact Detector 

 

CM DISP. 
94 – 7 

RD - 08 
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LEGEND - SAMPLE SUBDIVISION  - SS  
TRACK DIAGRAM AUTHORIZED 

SPEED 
MILE 
POST STATION WEST 

AUTH 
FOR 

MOVE 
TWC NOTES 

            
45 14.3 CP BELLWOOD  (X)                               1   2 TWC-DCS  

           

 
D 
  

P F CPQ 0.0        ABS-261 DTC BLOCK  
           PHIL  

60 50            
                                  1   2     
            
  CPQ 9.2 13.8          
             

79 55         ABS-261 DTC BLOCK  
        PHIL  
  CPQ 13.8 NORTH EAST 

      CPS-261   
          ABS-261   
             
            
   6.2     BUFORD I.T.  DTC BLOCK  
           FORD  
  17.0           
  18.0  ABTH 5559         
          ABS-261   
  CPQ 20.0 EAST KENT       CPS-261   

79            
65  CPQ 20.3 

                   SSDG       
   

2.0 
            10,120 FT.      

ABS-261 DTC BLOCK 
KENT  

             
  CPQ 22.0 WEST KENT X10      CPS-261   
          ABS-261   

65 55           
55 50 CPQ 22.8           
             
             
   2.4           
             
             

55 50           
79 55         ABS-261   
  CPQ 24.4 EAST LAUREL       CPS-261   
                       24.8      ABS-261   
                EQHR 4453  CSDG DTC BLOCK  
   1.7 

   8,750 FT. 
 

LAUREL  
                       25.6         
  CPQ 26.1 WEST LAUREL          
             
  CPQ 26.5 LAUREL (1) HBD-DED        
   2.1          
          ABS-261   
          
  CPQ 28.2 MOHAWK JUNCTION 

      
CPS-261 DTC BLOCK  

         C&A RR ABS-261 HAWK  
79 55           CPQ 29.2 2.4     C&A RR   1 60 50           
70 55 CPQ 29.8           
  CPQ 30.6 ALEXANDRIA                                1   2     
             
           DTC BLOCK  
   108.6 MILES        HAWK  

 
 

TERM DISP. 
CH – 46  
RD – 46 

PBR RWY 
SPARROW SD 

 
CR DISP. 

86 – 5  
RD – 08  

Above the double line is a 
connecting RR or SD, showing 
speed, mileposts, stations, track 
numbers, rules to authorize 
movement and other information. Text boxes for Disp. Rd 

or Yd Communications. Speed 
Change MP. Miles between stations. 

This shaded and bordered 
box represents the limits of 
a Controlled Point or 
Interlocking 

 

Thin lines represent non- 
controlled tracks. 

Speed 
Indicator 
check. 

These lines are non-controlled 
track. Yard channel for yarding 
instructions shown in a text 
box. 

KENT YD 
CH – 28  
 

Crossover or switch 
speed lower than 
signal speed. 

Controlled Siding shown with 
bold lines at controlled points, 
thin lines for the non-signaled 
track between CPS. 

Defect detector. 

Connecting RR shown 
with dashed lines. 

DTC Blocks listed with 
lines to show the change 
points in blocks. 
 

Total miles on a sub-
division are shown on the 
bottom of the diagram. Notes are explained on 

the Station Page Notes 
section. 

D indicates a DCS 
Station where TWC-
DCS Rules are in 
effect. 
 

Reference to Equipment 
Handling Rule (handling 
cars prone to rocking). 

Reference to Air Brake &
Train Handling Rules 
(steep grade) 
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JACKSONVILLE DIVISION OFFICERS 
4901-160 Belfort Road – J390 

Jacksonville, FL  32256 
 
 

 
R.R. Downing 

Division Manager 
 

J.K. Miller 
Assistant Division Manager 

 
    
 L.J. Jones 

Superintendent  
Line of Road - South 

R.E. Close 
Superintendent 

Line of Road - North 

 

   

R.H. Brownell 
Director of Train 

Operations 

G.D. Turner 
Manager of Safety  

& Operating Practices 

D. M. Gollobin 
Senior Road Foreman  

of Engines 
   

T.S. Conner 
Terminal Manager 

Savannah 

K. C Bryant 
Terminal Superintendent 

Jacksonville 

J. D. Strickland 
Terminal Superintendent 

Waycross 

   

J.T. Shiver 
Terminal Manager 

Baldwin 

R.E. Brown 
Terminal Manager 

Mulberry 

B.K. Bennett 
Terminal Manager 

Baldwin 
  

  

R. F. Foster 
Division Engineer 

J.R. Rose 
Division Mechanical Superintendent 

K.M. Quinlan 
Division Engineer Signals 
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Location and Name Title Location and Name Title Location and Name Title 

      Auburndale, FL  Jacksonville Dispatch Center Tallahassee, FL  
L.J. Jones LOR Superintendent C.R. Luther Chief Dispatcher R.E. Close LOR Superintendent 
T.M. Dormeyer Trainmaster R.H. Brownell Director Train Ops Operations R.J. Huntley Trainmaster 
      
Baldwin, FL  Jacksonville, FL  Rockport, FL  
J.T. Shiver Terminal Manager K.C. Bryant Terminal Superintendent L.J Jones LOR Superintendent 
B.D. Padgett Trainmaster C.P. Acree Trainmaster J.E. Barthle Trainmaster 
B.M. Humber Trainmaster K.A. Bailey Trainmaster D.W. Carroll Trainmaster 
  R.S. Padgett Trainmaster K.R. Carpenter Pier Manager 
Busch, FL  H.D. Oglesby Trainmaster A.C. Casey General Foreman 
K.C. Bryant Terminal Superintendent W.C. Setser Trainmaster   
M.R. Montgomery Trainmaster G.N. Walker  Trainmaster Tampa, FL  
H.W. Haga  Trainmaster D.A.  Allen Road Foreman of Engines B.K. Bennett Terminal Manager 
  R.A. Stone Road Foreman of Engines P.V. Boland Trainmaster 
Brunswick, GA    T.B. Cooper Trainmaster 
R.E. Close LOR Superintendent Miami. FL  T.A. Edwards Trainmaster 
D.E. Benton Trainmaster L.J. Jones LOR Superintendent O.M. Calvo Road Foreman of Engines 
  V.L. Parker Trainmaster   
Chattahoochee, FL  D.W. Wardy Trainmaster Thomasville, FL  
R.E. Close LOR Superintendent   R.E. Close LOR Superintendent 
E.W. Brogdon Trainmaster Mulberry, FL  T.J. Harper Trainmaster 
  R.E. Brown Terminal Manager   
Cordele, GA  J. Cuse Trainmaster Waycross, GA  
R.E. Close LOR Superintendent A.L. Keithley Trainmaster J.D. Strickland Terminal Superintendent 
O.G. Perkins Trainmaster JF Nichols Trainmaster L.M. Hagen Asst. Term. Supt. 
  M.A. Seawell Trainmaster J.B. Bailey Trainmaster  
Dothan, AL  B.E. Britt Road Foreman of Engines B.W. Biloski Trainmaster 
R.E. Close LOR Superintendent   T.E. McCorvey Trainmaster 
D. Turner Trainmaster Orlando, FL  R.K. Regulas Trainmaster 
  L.J. Jones LOR Superintendent C. Roberts Trainmaster 
Ft. Lauderdale, FL  A. Jenkins Trainmaster W.M. Bacon Road Foreman of Engines 
L.J. Jones LOR Superintendent C.W. Beckham Trainmaster E.L. Boyette Road Foreman of Engines 
A.B. Brantley Trainmaster     
  Pensacola, FL  Wildwood, FL  
Fitzgerald, GA  R.E. Close LOR Superintendent L.J. Jones LOR Superintendent  
R.E. Close LOR Superintendent J.L. Johnson Trainmaster J.K. Woods Trainmaster 
I.R. Dixon Trainmaster G.W. Holzworth Road Foreman of Engines   
    Winston, FL  
  Savannah, GA  R.E. Brown Terminal Manager 
  T.S. Conner Terminal Manager SL Miller Trainmaster 
  R.G. McCoy Trainmaster   
  J.L. Mosley Trainmaster   
  S.W. Pflibsen Trainmaster   
  T.J. Strickland Road Foreman of Engines  
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DIVISION ENGINEERING 
 

NAME TITLE RNX BELL 
E. Marrero Engineer Track 380-6232 813-664-6232 
J.H. Knight Engineer Track 292-1259 904-245-1259 
G. Wilhite Engineer Track 387-3036 912-338-3036 
J.F. Howell Engineer Track 380-6232 813-664-6232 

ROADMASTERS 
R.A. Koger RM-Auburndale  863-968-0642 
W.F. Ward RM-Baldwin 266-5335 904-266-5335 
M.D. Killam RM-Crestview  850-682-5910 
B.W. Johnston RM-Dothan  334-792-5823 
W.R. McDaniel RM-Fitzgerald  229-423-0584 
B.W. Reeves RM-Hialeah 378-3003 305-836-3003 
D.E. Gaskins RM-Jacksonville 388-2777 904-381-2777 
E.E. Commons RM-Mulberry  863-425-1011 
J.M. Williams RM-Mulberry  863-425-4994 
T.J. Taylor RM-Oglethorpe  478-472-0183 
J.M. Crabtree RM-Orlando 376-3531 407-850-3531 
R.D. Shelor RM-Palatka  386-325-4585 
B.H. Whitson RM-Savannah 384-1441 912-944-1441 
J.W. Cartwright RM-Tallahassee  850-222-4460 
M.A. Wilson RM-Tampa 380-6372 813-664-6372 
J.E. Saladin, Jr. RM-Tampa 380-6257 813-664-6257 
J.W. Nettles RM-Thomasville  229-226-8210 
A.D. Ambrose RM-Waycross 387-4634 912-287-4634 
R.L. Merday RM-Waycross 387-4626 912-287-4626 
C.L. Fitchett RM-Wildwood  352-748-4793 
G.L. Pressley RM-Williston  352-528-2793 
T.L. Pollock RM-WP Bch  561-863-3339 

 
 
 
 
 
 

ALPHABETIZE BY TITLE 
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DIVISION TRAIN CONTROL 
 

NAME TITLE LOCATION RNX BELL 
K.M. Quinlan Division Engineer Signals Jacksonville, FL 292-1267 904-245-1267 
J.W. Guined Manager of Signals Fitzgerald, GA 354-9745 229-424-9745 
N.E. Blaize Manager of Signals Ft. Lauderdale, FL   954-321-6283 
R.C. Currie Manager of Signals Green Cove Springs, FL   904-284-9073 
K.S. Renew Manager of Signals Mulberry, FL   863-425-1885 
L.H. Hightower Manager of Signals Tallahassee, FL   850-222-0706 
W.M. McInnes Manager of Signals Tampa, FL 380-6410 813-664-6410 
D.E. Cahill Electronic Signal Engineer Waycross, GA 387-4546 912-287-4546 
G.C. May Manager of Signals Waycross, GA 387-4525 912-287-4525 
A.W. Sweatt Manager of Signals West Palm Beach, FL   561-863-3610 
J.I. McLaughlin Manager of Signals Wildwood, FL   352-748-1423 
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JACKSONVILLE DIVISION TELEPHONE NUMBERS 
   
  RNX BELL 

General Manager 292-1250 904-245-1250 

Assistant General Manager  292-1265 904-245-1265 

Manager Operating Practices 292-1073 904-245-1073 

Superintendent Line of Road – Jacksonville 292-1297 904-245-1297 

Superintendent Line of Road – Tampa 380-6201 813-664-6201 

Senior Road Foreman of Engines  292-1027 904-245-1027 

Division Mechanical Superintendent  292-1255 904-245-1255 

Division Engineer  292-1268 904-245-1268 

Division Engineer Signals 292-1267 904-245-1267 
 

Emergency Assistance 
 

  Emergency Only 

Chief Dispatcher  800-232-0149 
   
CSX Railroad Police  800-232-0144 
   
Safety Hotline (Company) – Jacksonville  RNX 380-6248 

800-545-6154   
   Employee Assistance Group   

24-hour Assistance  800-657-3366 

Terrance Glamp – Senior Manager  800-531-4398 
800-591-0317 (Pager) 
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JACKSONVILLE OPERATIONS CENTER 
4901 Belfort Road, Suite 160A – J390 

Jacksonville, FL  32256 

   
 RNX BELL   RNX BELL 
 
Jacksonville Chief Dispatcher - North 
 
 
Jacksonville Chief Dispatcher South 
 
 

 
388-4060 
388-4061 

 
388-4064 
388-4065 

 

 
904-381-4060 
904-381-4061  

 
904-3814064 
904-381-4065 

 

 

 
AK Dispatcher 
    Fitzgerald 
 
 

 
388-2737 
388-2738 

 

 
904-381-2737 
904-381-2738 
800-445-5508 

 

 
Director Train Operations 
 
 
 

 
388-5398 

 
 
 

 
904-381-5398 

 
 
 

 

 
AZ Dispatcher 
     Fernandina 
     Jacksonville Terminal 
     Kingsland 
  

 
388-2705 
388-2706 

 
 
 

 
904-381-2705 
904-381-2706 
800-224-2598 

 
 

 
AA Dispatcher 
     Carters  
     Sanford 
     Vitis 
     Wildwood 
 
 

 
388-2685 
388-2686 

 
 
 

 
904-381-2685 
904-381-2686 
800-628-4718 

  

 
BA Dispatcher 
     Auburndale 
     Homestead 
     Miami 
  

 
388-5177 

 
 
 

 
904-381-5177 
800-445-5520 

 
 

  
AB Dispatcher 
     Bainbridge 
     Dothan 
     PA  
     Tallahassee 
     Thomasville 
 

 
388-2687 
388-2688 

 
 
 
 

 
904-381-2687 
904-381-2688 
800-628-4719 

 
 
 
 

 
AC Dispatcher 
    Brunswick 
    Callahan 
    Jesup 
     Nahunta 
     Savannah 
 

 
388-2689 
388-2690 

 
 
 

 
904-381-2689 
904-381-2690 
800-628-4720 

 
 
 

 

 
BB Dispatcher 
     Achan 
     Bone Valley 
     Brewster 
     Brooker 
     Brooksville 
     Clearwater 
     CH 
     Deerhaven 
     Lakeland 
     Palmetto 
     Plant City 
     Tampa Terminal 
     Valrico 
     West Coast 
     Yeoman 
 

 
388-2730 
388-2731 

 
 
 
 

 
904-381-2730 
904-381-2731 
800-445-5504 
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NOTES 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

NOTES 
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ACHAN SUBDIVISION - AC 
TRACK DIAGRAM AUTHORIZED 

SPEED 
MILE 
POST STATION 

SOUTH 

AUTH 
FOR 

MOVE 
TWC NOTES 

   VALRICO SD    
  SVH 7.1 S. MULBERRY       CPS-261 DTC  

15         261 BLOCK  
        SOUTH  

25        MULBERRY  
 

 

SVH 6.8 

       
CPS-261 

  
  SVH 6.6 2.7       261   
          193   
    BONE VALLEY      YARD   
    SD      LIMITS   
          ACHAN   

            
             

25           
10 SVH 4.4 ACHAN JCT.          
25  .9          

             
    ROBARTS  PIERCE    1 
  SVH 3.5  XOVER   WYE    
             

  3.2          
             
             

25           
10 SVH 0.3           

   .1      (TRAM)  
         193  2, 3 

  SVH 0.2        YARD   
10 BRADLEY .2       LIMITS   
25 SVH 0.0        ACHAN   

             
             
             

SOUTH MULBERRY TO BRADLEY 7.1 MILES 
 

STATION PAGE NOTES 
NOTE 1: 10 MPH through Robarts Crossover, Pierce Wye and Pierce Lead. 
NOTE 2: Agricola Spur (TRAM) between MP SVN 847.5 and MP SVN 849.0, Rockland Spur MP SVN 849.0 and MP SVN 852.4, South Pierce Railroad 

main track 10 MPH.  
NOTE 3: Railroad crossing at grade.  Refer to Jacksonville Division Special Instructions 1-E. 

 
 

BB DISP 
8-4 

RD 84 
1-800-445-5504 

BB DISP 
8-4 

RD 84 

BREWSTER SD 

AGRICOLA 
SPUR 



CSX Transportation ACHAN SUBDIVISION – AC Effective January 1, 2005 
Jacksonville Division Timetable No. 4  © Copyright 2005 

ACHAN SUBDIVISION SPECIAL INSTRUCTIONS 
 

1. INSTRUCTIONS RELATING TO OPERATING 
RULES 

 
YARD LIMITS 
 

Yard Limits 
Tracks Instructions 

South Mulberry 
 and Bradley 

Operation is under the supervision of 
‘BB’ Dispatcher at Jacksonville.  
Permission must be obtained from 
dispatcher before entering main track 
at S. Mulberry or Bradley, or at any 
intermediate point, and must report to 
the dispatcher when clear. 
 
All movements must be made in the 
direction in which the line segment is 
given.  Trains may not make reverse 
movements without permission of the 
dispatcher in order to protect Rule 704 
working limits for maintenance of way 
employees. 

 
SWITCHES 
 
1. The following switches may be left lined as last used.  

Trains must approach these switches expecting them to 
be lined against their movement: 

 
a) All junction and wye switches at Achan. 
b) Bradley, Agricola Spur (Tram) and the North leg wye 

switch. 
c) Pierce, MP SVH3.4, switches at each end of the 

crossover to Pierce Spur (Robarts Crossover). 
d) Hookers switch on Agricola Spur. 
e) All switches on Rockland Spur. 
 

SWITCHING 
 

The practice of ‘kicking cars’ with a conductor only 
assignment is prohibited within the limits of the Achen 
Subdivision, equipment is to be shoved to a joint or in the 
clear and appropriate hand brakes applied. 
 
USE OF SPECIFIED TRACKS 
 
South Pierce Spur- CSX and Mosaic company trains and 
engines will operate on the South Pierce Spur by receiving 
permission from the Mosaic Dispatcher at Agrock on Channel 
66 and will report clear when the train has departed. 
 
Trains may occupy that portion of track on the South Pierce 
Spur from the switch located on the Agricola Spur (Tram) at 
MP SVN 845.4, to the North Switch Hookers Prairie Lead, 
without permission from the Mosaic Dispatcher, operating in 
accordance with CSX Operating Rule 96 not exceeding 10 
MPH. 
 
 
 
 
 

Agricola Spur (Tram) – The Agricola Spur extends 
from Bradley, MP SVN 843.1, to the clearance point 
of the switch at MP SVN 849.0.  Train movements 
will be governed by Rule 96 not exceeding 25 MPH 
and with verbal permission from BB train dispatcher, 
Jacksonville. 
 
Rockland Spur Trains operating on Rockland Spur 
between MP SVN 849.0 Achan Subdivision and MP 
SVN 852.4 Rockland will be governed by Rule 96, 
with verbal permission from BB train dispatcher, 
Jacksonville, not exceeding 10 MPH. 
 
2. INSTRUCTIONS RELATING TO SAFETY 

RULES 
 

When in doubt take the safe course. 
 
3. INSTRUCTIONS RELATING COMPANY 

POLICIES AND PROCEDURES 
 

NONE 
 
4. INSTRUCTIONS RELATING TO EQUIPMENT 

HANDLING RULES 
 

NONE 
 
5. INSTRUCTIONS RELATING TO AIR BRAKE 

AND TRAIN HANDLING RULES 
 

NONE 
 
6. INSTRUCTIONS RELATING TO RESTRICTED 

EQUIPMENT 
 

Locomotive Six Axle Restrictions 
 
All 6-axle locomotives are restricted in Rockland 
Yard, MP SVN 852.0 and also include the two 
curves north of Highway 630. 

 
7. MISCELLANEOUS 

 
NONE 

 
NOTES 
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AUBURNDALE SUBDIVISION – AR 
TRACK DIAGRAM AUTHORIZED 

SPEED MILE 
POST STATION 

SOUTH 

AUTH 
FOR 

MOVE 
TWC NOTES 

P F   END OF TRACK    
      

10 10 
SX 819.1 AUBURNDALE 

 193   
  SX 819.2   YARD   
     LIMITS   
  SX 820.0   AUBURNDALE   
   2.9     
  SX 820.1      

10 10 CARTERS SD  
20 20 SX 820.3 AUBURNDALE CONNECTION SANFORD SD CPS-261  

1 
    (X)  (R) 261  
  SX 820.5 AUBURNDALE INTERLOCKING  CPS-261 2,3 

20 20     
79 60 SX 820.8     
     ABS-261  
  SX 821.2     
       
  SX 822.0 MCDONALD CONNECTION  CPS-261 

DTC 
BLOCK 
WINTER 
HAVEN 

 
79  4.5  ABS-261   

 SX 823.1      65       
79  SX 823.5      
        
        

79 60      
  SX 825.6      

55 55       
       SX 825.9      30 30      

50 50 SX 826.3   ABS-261   
  SX 826.5 N.E. WINTERHAVEN         CPS-261   
   1.3 WINTER HAVEN    

50 50   SIDING    SX 827.1  CSDG 7,040 FT. 261   79 60 
  25 MPH    

        
  SX 827.8 S.E. WINTER HAVEN  CPS-261 DTC  

   SX 829.3 DD                                    6.8  
ABS-261 

BLOCK 
WINTER  

      HAVEN  
  SX 834.6 N.E. W. LAKE WALES              CPS-261   
    CSDG 10,222 FT.  DTC  

79  .9  25 MPH 261 BLOCK  
65  SX 835.4              FROST-  
  SX 835.5 N.E. SHORT PASS                 CSDG CPS-261 PROOF  
  .4    
       
     

261 
  

  SX 835.9 S.E. SHORT PASS                  SSDG CPS-261  2 
65       

 SX 836.4     1.5  
261 

  
S.E. LONG BARREL  

79  SX 837.4 8.6 
                  CPS-261  2 

  SX 840.0       
      DTC  70      ABS-261 BLOCK  

  SX 841.3     FROST-  
79 60      PROOF  

 

BA DISP 
94-66 

1-800-445-5520 

AA DISP 
54-6 

BA DISP 
94-66 

MCDONALD CONN. 
TRACK 
30 MPH  
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AUBURNDALE SUBDIVISION – AR 
TRACK DIAGRAM AUTHORIZED 

SPEED 
MILE 
POST STATION 

SOUTH 

AUTH 
FOR 

MOVE 
TWC NOTES 

P F        
79 60 SX 846.0 N.E. WEST FROST PROOF   CPS-261  2 

   1.5  
 

SSDG 7,300 FT. 
 25 MPH 

 261   

  SX 847.5 S.E. WEST FROST PROOF   CPS-261   
  SX 847.9  FROST PROOF DD   DTC  

79  9.3    BLOCK  
 SX 856.4    ABS-261 FROST  70 60     PROOF  

45 45 SX 856.7       
  SX 856.8 N.E. AVON PARK   CPS-261   
     CSDG 4,105 FT.   
   .9   25 MPH 261   
  SX 857.7 S.E. AVON PARK   CPS-261   
       DTC  

45 45 3.9   ABS-261 BLOCK  
70 60 SX 858.8     TURNER  
  SX 861.6 N.E. HARTT   CPS-261   

70  SSDG 7,378 FT.   2 
75  SX 862.9 1.5  25 MPH  261   
  SX 863.1 S.E. HARTT   CPS-261   

 SX 864.3    ABS-261    

70  SX 865.1       
79  SX 865.4  HARTT DD     
  SX 866.0       

70 60       
  SX 866.5       

45 45 SX 867.2 SEBRING 6.8      
        SX 867.5       60 55       

79 60 SX 868.0    ABS-261   
  SX 869.9 N.E. RIDGE   CPS-261 DTC  
   1.4  SSDG 7,376 FT.  BLOCK 2 
     10 MPH  261 TURNER  
  SX 871.3 S.E. RIDGE   CPS-261   
   12.0   ABS-261  
  SX 883.3 N.E. PLAINS    CPS-261   

   1.7 SSDG 8,992 FT.   2 
     10 MPH  261 DTC  

  SX 885.0 S.E. PLAINS 
  

CPS-261 BLOCK 
PLAINS  

  SX 888.7  PLAINS DD    
   6.6   ABS-261   
  SX 891.6 N.E. FT BASSENGER   CPS-261   
    SSDG 7,289 FT.    
   1.5  10 MPH  261  2 
  SX 893.1 S.E. FT BASSENGER    CPS-261   
        
   8.0   ABS-261   
  SX 901.1 N.E. MILDRED     CPS-261   
   1.5 SSDG 7,268 FT.    
     10 MPH  261 DTC  
  SX 902.6 S.E. MILDRED   CPS-261 BLOCK 2 
   4.7   ABS-261 MILDRED  
  SX 907.3 N.E. OKEECHOBEE   CPS-261   
   1.6 CSDG 6,744 FT.    
     10 MPH  261   

79 60 SX 908.9 S.E. OKEECHOBEE   CPS-261   
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AUBURNDALE SUBDIVISION – AR 
AUTHORIZED 

SPEED TRACK DIAGRAM 

P F 
MILE 
POST STATION 

SOUTH 

AUTH 
FOR 

MOVE 
TWC NOTES 

79 60  SX 909.2     
DTC  

70     ABS-261 BLOCK  
79  SX 909.8 4.5    MILDRED  
  SX 911.2  SHERMAN DD     
  SX 913.4 N.E. SHERMAN   CPS-261   
       DTC  

     SSDG 7,278 FT. 261 BLOCK 2 
   1.5  10 MPH  ZANA  
  SX 914.9 S.E. SHERMAN   CPS-261   
   9.4      

79 60 (X)  (A) SCXF   4 SX 922.2 MARCY   ABS-261   70 40       
79 60 SX 922.3       
  SX 924.3 N.E. ZANA   CPS-261   
    CSDG 9,136 FT.    
    10 MPH  261   
  SX 926.1 S.E. ZANA   CPS-261   
  SX 931.3  BAKER DD    
   8.4   ABS-261   
  SX 932.5 BAKER SPUR   CPS-261   
        
      ABS-261   
  SX 934.5 N.E. INDIANTOWN   CPS-261 DTC  
   1.9 SSDG 9,421FT.  BLOCK 2 
    10 MPH  261 ZANA  
  SX 936.4 S.E. INDIANTOWN   CPS-261   

79 60      DTC  
NB ONLY  BLOCK 

60 SX 936.7     UNITED 5 
79 60    261   SX 937.2  ST LUCIE CANAL DB     45 25       
79 60 SX 937.3  3.5      

  SX 939.9 YALE    CPS-261   
        
   7.7   ABS-261   
  SX 947.6 NE UNITED   CPS-261   

       
   1.4 

 CSDG 7,027 FT. 
 10 MPH  261   

  SX 949.0 SE UNITED   CPS-261   
        
   1.2   ABS-261   
  SX 950.2 PALM CENTER   CPS-261   
   4.8      
  SX 952.1  DELTA DD  ABS-261   
         
  SX 955.0 N.E. DELTA    CPS-261   
     DTC 2 
    

SSDG 7,538 FT. 
10 MPH  261 BLOCK  

79 60 SX 956.5 S.E. DELTA   CPS-261 UNITED  
    MIAMI SD     
         
         
         

AUBURNDALE TO DELTA 137.4 MILES 
 

BA DISP 
94-66 
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STATION PAGE NOTES 

 
NOTE 1: That portion of the Auburndale Subdivision between the home signals at the Auburndale Railroad Crossing at grade, from MP SX 820.3 to 

MP SX 820.5, is designated as part of the Carters Subdivision.  Requests for track occupancy authorities should use an “SX” MP for 
protection on the “SX-Line” main track, and an “A” MP for protection on the “A-Line” main track. 

 
 Railroad crossing at grade, Rule 226-B(3). 
 
 That portion of the Auburndale Sub between MP SX 819.1 and SX 820.3 will be known as the McDonald Yard Limits.  Permission to enter 

these limits must be obtained from the BA Dispatcher. 
 
NOTE 2: Rules CPS 261 are in effect on the following sidings:  McDonald Connection at Auburndale, West Lake Wales (between SAS MP SX 835.9 

and south switch MP SX 837.4), West Frost proof, Hartt, Ridge, Plains, Ft. Basinger, Mildred, Sherman, Indiantown, Delta. 
 
NOTE 3: Rules CPS 261 are in effect on the McDonald Connection Track at Auburndale, which extends between A 841.4.  Carters Subdivision and 

SX 822.0, Auburndale Subdivision.  This track is considered a signaled siding in application with the rules.  The switch located at MP SX 
822.0, Auburndale Sub., is referred to as the McDonald Connection.  The switch located at MP A 841.4, Carters Sub, is referred to as the 
Auburndale Connection. 

 
NOTE 4: Railroad crossing at grade MP SX 922.2.  Automatic 226-B (3). 
 
NOTE 5: All trains (northbound ONLY) must reduce speed to 60 MPH between MP SX 937.2 and SX 936.7. 
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AUBURNDALE SUBDIVISON SPECIAL INSTRUCTIONS 
 

1. INSTRUCTIONS RELATING TO OPERATING 
RULES 

 
JUNCTIONS, DRAWBRIDGES, AND RAILROAD 
CROSSINGS AT GRADE 
 
DRAWBRIDGES 
 
St. Lucie Canal, MP SX 937.2 – Attended 0600 to 2200, 
daily.  Outside of assigned hours of the bridge tender, the 
bridge is lined for rail movement.  Trains stopped by 
signal governing movement will not proceed until a 
proceed signal is received from the bridge tender, given 
with green flag by day and green light by night.  When 
the bridge tender is not on duty and the bridge is lined for 
rail movement, a member of crew must use designated 
walkway to ascertain that the drawspan and lift rails are 
in the proper position before movement is allowed to 
proceed. 
 
ROAD CROSSINGS AT GRADE 
 
1. Providing Crossing Protection 

Okeechobee – Crews must provide flag protection 
when using House Track at 9th Ave, MP SX 908.22. 

 
2. Blocking Crossings – 

a) Do not block Honey House Road crossing, MP 
SX 835.5, Auburndale Subdivision in excess of 
15 minutes. 

b) Do not block Lake Wales-Alturas Road 
crossing, MP SX 836.1, Auburndale SD in 
excess of 15 minutes between the hours of 
0600 and 1800. 

c) Trains stopping to set off or pick up in 
Okeechobee must not block road crossings in 
the Douglas Park area, between MP SX 909.4 
and MP SX 910.4, as there are no alternate 
routes for emergency vehicles. 
 
Northbound trains making engine swaps at 
Okeechobee will leave trains at Sherman 
unless the train length will permit stopping 
clear of all crossings in the above area.  Trains 
stopped in this area due to an undesired 
emergency brake application, defect detector 
activation or other problems must immediately 
advise the “BA” train dispatcher and request 
that Okeechobee County be notified. 

 
USE OF SPECIFIED TRACKS 
The following tracks are designated as “track other than 
main track” and trains will be governed by Rule 96, not 
exceeding 10 MPH. 
 
1. Avon Park Spur:  Switches will be left lined and 

locked for straightway movement on this spur. 
2. Sebring Airport Spur 
3. Baker Spur 
4. Palm Center Spur 
5. All Industrial Tracks – Okeechobee 

 

2. INSTRUCTIONS RELATING TO SAFETY 
RULES 

 
CLOSE CLEARANCE 
 

a) At Auburndale, FL, the center-to-center 
distance between the Coca-Cola Freezer 
Track and the Coca-Cola Runaround Track is 
12 foot 0 inches.  Employees must not ride the 
side of moving cars on these tracks when the 
adjacent track is occupied by cars or 
equipment. 

b) Look out for close clearance on both sides of 
the Coca-Cola (Auburndale) Freezer Track, 
MP SX 820.5.  A ladder on the platform side 
and retaining wall supports on the opposite 
side may strike a person riding on the side of 
equipment. 

c) At the Cargill, Inc., plant at Auburndale, FL., 
MP SX 820.0, an obstruction on the plant side 
(south side) of the industry track will not clear 
a person riding on the side of equipment.  
Employees must not ride equipment on the 
plant side (south side of this industry’s track) 
within the fenced compound. 

d) Look out for close clearances which will not 
clear a person riding on the side of equipment 
at the following industry locations: 

 
Industry Name Milepost Obstruction 

Florida Global Citrus SX 820.1 Unloading 
platform 

Coca Cola Freezer SX 820.5 
Ladder attached 
to unloading 
platform 

Florida Distillers SX 820.5 Pipes on both 
sides of track 

Tenneco Packaging SX 821.2 Unloading 
platform 

U.S.A. Box SX 835.4 Dock and fire 
hose cabinet 

Syfrett Feed Mill SX 907.0 Cotton Seed 
unloading shed 

Dairy Feed Mill SX 908.3 Ramp 
Watford Trucking 
Lead SX 908.7 Fence on East 

Side 

Bay State Milling SX 932.5 Shed over outside 
track 

 
3. INSTRUCTIONS RELATING TO COMPANY 

POLICIES AND PROCEDURES 
 

NONE 
 
4. INSTRUCTIONS RELATING TO EQUIPMENT 

HANDLING RULES 
 

NONE 
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5. INSTRUCTIONS RELATING TO AIR BRAKE 
AND TRAIN HANDLING RULES 

 
NONE 

 
6. INSTRUCTIONS RELATING TO RESTRICTED 

EQUIPMENT 
 

Locomotive Six-Axle Restrictions 
 

Item 1 SX 820.5 Commercial 
Cold Storage 

Item 2 SX 820.9 International 
Paper 

Item 3 SX 821.1 Freezer Lead 

Item 4 SX 821.4 Owens Lead 

Item 5 SX 821.9 Scott’s 

Item 6 SX 822.9 Carpenters of 
Americana 

Item 7 SX 834.9 Box USA 

Item 8 SX 858.7 Avon Park 
Uptown 

 
7. MISCELLANEOUS  
 
Operation on Indiantown Cogeneration Plant 
 
This facility is entered via the power switch at Baker 
Spur, located at MP SX 932.5. 
 
1. Movements will be governed by Operating Rule 96. 
 
2. Maximum authorized speed is 10 MPH. 
 
3. CSXT trains and engines will not operate through 

the dumper shed without permission from plant 
personnel obtained via telephone at (561) 597-6500 
ext. 30. Conductor or engineer must record the 
name of person granting permission. 

 
4. All trains operating on Baker Spur, MP SX 932.5, 

Auburndale Subdivision will ring the engine bell 
continuously and sound the horn frequently 
whenever moving on the loop track inside of the 
power plant’s gates. 

 
5. Unless otherwise instructed, inbound coal trains will 

pull around the loop (straightaway movement from 
the main lead), STOP at the switch governing 
entrance to the dumper track and cut away from the 
train.   

 
CSXT engines will then proceed around the loop to 
the rear of the train and remove their end-of-train 
device which will stay with the engines.  Indiantown 
generating crews have instructions not to couple to 
the train until the CSXT engines depart.  As an 
additional safeguard, CSXT crews will confirm that 
the EOT air pressure reads “zero”, then disconnect 
the EOT air hose from the trainline and leave the 
angle cock open while removing the device. 

 
6. Outbound train crews will report for duty, as called at 

Dyer where they will receive the necessary train 
bulletins, messages and superintendent’s bulletins as 
well as a work order. 
 
Trains will operate engine light to the Cogeneration 
Plant where they will pick up the empty train, attach 
their EOT device, make the required brake test and 
depart. 
 

7. Coal trains leaving their engines on Baker Spur at 
Indiantown will leave them just inside the gate at their 
power plant to avoid false activation of the industry’s 
crossing gates. 
 

8. Winter Haven –In order to accomplish interchange of 
traffic at Winter Haven, Florida Midland Railroad has 
operating rights on the Auburndale Subdivision main 
track between MP SX 826.1 and MP SX 826.5 (north 
end of Winter Haven Siding ) and on Winter Haven 
Siding between MP SX 826.5 and MP SX 827.1, 
including the Eloise Storage Track. 

 
 Rule 96:  Trains may use tracks, other than main 

tracks, signaled tracks or sidings, without permission.  
(See Rule 46). 

 
9. West Lake Wales – In order to accomplish 

interchange of traffic at West Lake Wales, Florida 
Midland Railroad Company has operating rights on 
the main track of Auburndale Subdivision between 
MP SX 835.8 and MP SX 836.4 and on that portion 
of West Lake Wales Siding known as Short Pass, 
the Pocket Track, the yard leads and yard tracks. 

 
Rule 96:  Trains may use tracks, other than main 
tracks, signaled tracks or sidings, without 
permission.  (See Rule 46). 

 
10. West Lake Wales – Track No. 1 and the Pocket 

Track at West Lake Wales are designated as a 
Controlled Siding from the power switch located at 
the north end of West Lake Wales near MP SX 
834.6 to and including the power switch located at 
the north end of the short pass near MP SX 835.6. 
 
Hand-operated switches associated with this siding 
have been equipped with switch  locks  and switch 
targets have been changed to indicate “green” 
when lined for the siding.  Your attention is directed 
to Operating Rule 104-A. 
 

11. Procedure for unlocking the Florida Midland switch 
at the S.E. of the short pass at West Lake Wales. 
 
A. All cars must be clear of “OS” Section of the 

south end of the short pass.  (Nothing can be 
between the home signals) 

B. Request that the dispatcher unlock the switch 
and request the signal.  (You should receive an 
“S” marker light on the NAS signal or the dwarf 
out of the switch, depending on the direction of 
the move. 

C. Unlock the switch, line it for movement and 
remove the derailer. 
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D. The signal will come up for the move. 
E. When finished with the switch, restore it to the 

normal position and put the derailer back in the 
derailing position.  

 
12. Interchange with the SCXF RR – will be 

accomplished at the SCXF Interchange Yard at 
Desoto City, located at MP AVC 879 on the SCXF 
RR.  The yard consists of two tracks (Track A and 
Track B) each approximately 4,700 feet in length. 

 
Pursuant to the interchange agreement between 
CSXT and SCXF, CSXT trains have operating 
rights on the SCXF main track and interchange 
tracks between the junction switch at Sebring, MP 
AVC 875.5, and the south yard limit board at 
Desoto City, MP AVC 881.0, in order to accomplish 
the interchange. 
 
Authority for movement on this section of SCXF 
main track for both CSXT and SCXF trains is CSXT 
Operating Rule 96.  CSX crews are required to 
comply with all CSXT Operating and Safety Rules 
while operating on SCXF trackage and will comply 
with Special Instructions issued by or for the SCXF 
RR. 
 
Both CSXT and SCXF trains will monitor CSXT 
Radio Channel 66 while operating within the above 
yard limits. 
 
CSXT trains, which will operate over the SCXF RR, 
which connects at Sebring, MP SX 867, must 
obtain a copy of the current SCXF speed 
restrictions prior to leaving their on-duty location.  
Maximum authorized speed over this trackage is 10 
MPH unless otherwise restricted.  The SCXF speed 
restrictions will be in the form of a single page with 
the heading “South Central Florida Railroad” and a 
sub-heading “Speed Restrictions To Date,” followed 
by the current date. 
 
The speed restrictions will then be listed, along with 
the milepost locations, in two columns. 
 
The SCXF Railroad will fax a copy of their current 
speed restrictions to the on-duty location of trains 
regularly assigned to operate on their trackage, and 
the conductor and engineer must each obtain a 
copy.  If a copy of the current speed restrictions is 
not available when reporting for duty, the conductor 
or engineer will call the SCXF Railroad at 1-800-
548-8743 or 1-863-983-3163 and request a copy. 
 

13. Okeechobee – Locomotives with full fuel tanks 
must not be set off on the uptown track at 
Okeechobee, MP SX 908.8, unless they are left on 
level portion of this track. 
 
Freshly fueled engines will release as much as 300 
gallons of fuel into the environment if left on a grade 
at this location. 
 

14. Trains must not take cars, other than cars 
belonging to the SCXF, at interchange 
Sebring/Desoto City, with the exception of 

cabooses/shoving plate.  No rail cars in excess of 
263,000 GWR are permitted on SCXF interchange 
track between MP AVC 875.5 and MP AVC 881.0. 

 
15. Palm Center Spur – Trains operating on Palm 

Center Spur, MP SX 950.3, must expect to find 
T.D.S.I. trackmobiles working between the yard and 
the ramp and protected by a blue flag.  This blue 
flag will normally be placed such that a train 
consisting of 3 engines and 30 auto racks will be 
able to enter the spur and STOP short of the blue 
flag without blocking Highway 710. 

 
To prevent the unnecessary blocking of the 
crossing(s) by longer trains, the following 
instructions are placed in effect: 
 
a)  Before 2000 hrs – Trains with more than 30 auto 

racks should not enter the spur unless they can 
communicate with T.D.S.I. by radio or the BA 
dispatcher notifies them that T.D.S.I. will be able 
to clear up. 

 
b) After 2000 hrs – Trains with more than 30 auto 

racks should not enter the spur unless they can 
communicate with T.D.S.I. and will be able to 
clear up or have finished their work. 
 
Exception:  When it becomes necessary for 
T.D.S.I. to work later than 2000 hrs., they will 
notify the BA train dispatcher when they have 
finished, or are able to clear for a train, and item 
(a) above then applies. 

Phone numbers: 
T.D.S.I. Palm Center City 1-561-625-9600 and 
Co. 8-587-9600. 
 

16. Auburndale 
All crews switching in N.E. Can Yard at Auburndale, 
and setting cars to the main track, (Towards Derby 
Ave.) will request a switching signal from the train 
dispatcher.  This will prevent the system from lining 
the switch normal should a car clear the circuit, and 
another light will come up. 

 
 

NOTES 
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NOTES 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

NOTES 
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BAINBRIDGE SUBDIVISION  -  B9 
TRACK DIAGRAM AUTHORIZED 

SPEED 
MILE 
POST STATION 

SOUTH 

AUTH 
FOR 

MOVE 
TWC NOTES 

 SLC 92.4    
10   GSWR  

 

    
 

193 
YARD 
LIMITS 
GSWR   

10 SLC 91.6    193   
     YARD   
 SLC 91.3    LIMITS   
 SLC 91.1 BAINBRIDGE TRANSFER TRACK NEW TRACK BAINBRIDGE   
  DOTHAN SD   
 

SLC 91.0 RR CROSSING GATES     
1 

   MINDUS ELBERTA     
    CRATE    
   DOLLAR FARM     
        
   SOUTHERN     
 SLC 90.6  CONCRETE     
    WHARF TRACK    
 SLC 90.5  PORT LEAD     
        
 SLC 90.3   GULF TRACK    
        
    BRICK    
 SLC 90.05   SCALE SUPPLY    
       
    

CAB 
TRACK    

   FLINT     
   CONCRETE     
        
        
 SLC 89.2    193   
    CITADEL YARD   

SLC 89.1   CEMENT LIMITS   
10   BAINBRIDGE   
25 

SLC 88.0 YARD LIMITS 
DTC BLOCK SIGN    

   

TWC-DTC DTC BLOCK 
ATTAPULGUS  

 
SLC 78.5 DTC BLOCK SIGN 

     
     DTC  
 SLC 77.8 ATTAPULGUS  

 ATTAPULGUS 
 STG TK 
 120 CARS  BLOCK  

 SLC 77.2     OGELSBY  
 SLC 76.4   ENGLEHARD    
 SLC 76.2   PLANT    
      
 

SLC 75.6 DTC BLOCK SIGN 
     

 SLC 69.1      
 SLC 67.2  HAVANA DD COASTAL    

 SLC 66.7 HAVANNA  LUMBER    
 SLC 59.3     DTC  

BLOCK    LAKE JACKSON  
STORAGE TRACK 

 
 LAKE  

 SLC 58.4  80 CARS   JACKSON  
        
 SLC 54.4 TALLAHASSEE IND PARK     
   

TALLAHASSEE 
IND PARK     

   MCKENZIE TANK     
   LINES     

25     TWC-DTC   

AB DISP 08-2 
RD-66 

1-800-628-4719 

1 2 3 
BAINBRIDGE YARD 
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BAINBRIDGE SUBDIVISION  -  B9 
TRACK DIAGRAM AUTHORIZED 

SPEED 
MILE 
POST STATION 

SOUTH 

AUTH 
FOR 

MOVE 
TWC NOTES 

25 54.0     DTC BLOCK  
 53.0    TWC-DTC LAKE  
 SLC 52.0  BAINBRIDGE SUB  JACKSON  

25     
 

SLC 52.0 TALLAHASSEE 
  

CPS-261 
  

        
     ABS-261   
        

38.2 MILES TALLAHASSEE TO BAINBRIDGE 
STATION PAGE NOTES 

NOTE 1: Railroad crossing at grade, refer to Jacksonville Division Special Instructions Item 1-E. 

 

AB DISP 08-2 
RD-66 

1-800-628-4719 
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BAINBRIDGE SUBDIVISION SPECIAL INSTRUCTIONS 
 
1. INSTRUCTIONS RELATING TO OPERATING 

RULES 
 
Speeds 

 
Trains must not exceed 10 MPH on all tracks, other than 
main track, between  
 
Switches 
 
Main track switches, entering and departing the CSX 
yard, within yard limits, Bainbridge, GA., can be left as 
last used.  Trains must approach these switches prepared 
to STOP and know that they are properly lined for the 
desired route. 
 
Use of Specified Tracks 
 
All sidings and industrial tracks on the Bainbridge 
Subdivision between MP SLC 52.0 and MP SLC 78.7 are 
excepted track, other than No. 5 track and the lead to 
Englehardt at Attapulgus. 
 
2. INSTRUCTIONS RELATING TO SAFETY 

RULES 
 
CLOSE CLEARANCES 
 
All tracks at Englehardt Mine. 
 
3. INSTRUCTIONS RELATING TO COMPANY 

POLICIES AND PROCEDURES 
 
All trains must contact the AB dispatcher after passing 
MP SLC 58.0 and advise them of your approach to 
Tallahassee. 
 
4. INSTRUCTIONS RELATING TO EQUIPMENT 

HANDLING RULES 
 
 NONE 
 
5. INSTRUCTIONS RELATING TO AIR BRAKE 

AND TRAIN HANDLING RULES 
 
 NONE 
 
6. INSTRUCTIONS RELATING TO RESTRICTED 

EQUIPMENT 
 
Refer to Jacksonville Division Special Instructions, Double 
stack and multi-level movements, item No. 6 
 
7. MISCELLANEOUS 
 
1. All cars left on the Coastal Lumber Lead at Hinson, 

Florida, must have the hand brakes applied on each 
car. 

2. Cars placed at Englehardt Minerals and Chemicals at 
Attapulgus, Georgia, must have the hand brakes 

applied on at least 10% of the cars with a 
minimum of two (2) hand brakes applied on each 
cut of cars. 

3. As information, Rule 193 is in effect on the GSWR 
RR between MP SLC 91.6 and MP SLC 92.4.  
GSWR operational blocks begin at MP SCL 92.4. 

 

NOTES 
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BONE VALLEY SUBDIVISION  -  BV 
TRACK DIAGRAM  

AUTHORIZED 
SPEED 

MILE 
POST STATION SOUTH 

AUTH 
FOR 

MOVE 
TWC 

 
NOTES 

       
           
10        
 AY 863.7 PRAIRIE JCT (CP-NB ONLY)    
  2.7     

 

10      

96 

  
 
 

AY 866.4 MULBERRY RR CROSSING 
VALRICO SD (X)  (R) 

CPS-261   
1 

25        193   
  2.5      YARD   
        LIMITS   

          PIERCE   
            

             
             
  

 
AY 868.9 

 
ACHAN 

 
 

ACHAN SD 

      

             
             
   4.3          
             
    

 
PIERCE WYE     BONNIE 

SPUR 
   

             
            
         

 
   

   
 

      
NORALYN 

   

 AY 873.2 GREEN BAY      SPUR    
 

 4.1 
      

193 
  

25       YARD   AY 877.3 AGRICOLA     LIMITS   
10 

AY 877.5 .2 
 

    
 ROCKLAND  

 SPUR PIERCE   
   END OF 

TRACK 
    

PRAIRIE JCT. TO AGRICOLA 13.8 MILES 
 

STATION PAGE NOTES 
NOTE 1: Remotely controlled, Rule 226-B(3), speed restriction over RR crossing at MP AY 866.4 

 

LAKELAND SD 

10 

BB DISP 08-5 
RD 84 

1-800-445-5504 

MULBERRY YD.
66-84 
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BONE VALLEY SUBDIVISION SPECIAL INSTRUCTIONS 
 

1. INSTRUCTIONS RELATING TO OPERATING 
RULES 

 
YARD LIMITS 
Tracks  Instructions 

Between 
Mulberry RR 
Crossing at 
grade and 
Agricola 

Yard Limits extend between the Mulberry 
RR crossing, AY 866.4 and Agricola.  
Operation is under the supervision of the 
BB Dispatcher at Jacksonville on 
Channel 08-08. 
Trains must secure permission from the 
dispatcher before entering the main track 
at Mulberry RR Crossing, Achan or any 
intermediate point and must report to the 
dispatcher when clear.  All movements 
must be made in the direction in which 
the line segment is given.  Trains may 
not make reverse movements without 
permission of the dispatcher in order to 
protect Rule 704 working limits for 
maintenance of way employees. 

 
SWITCHING 
 
Prairie Yard – Cars are not allowed to be kicked into NE 
Tracks No. 5 and No. 6.  Cars must be shoved into these 
tracks. 

 
The practice of ‘kicking cars’ with a conductor on the 
assignment is prohibited within the limits of the Bone Valley 
Subdivision.  Equipment is to be shoved into the joint or in 
the clear and appropriate hand brake applied. 
 
SWITCHES 
 
1. All wye and junction swtiches at Achan, MP AY 869.0, 

may be left lined as last used. 
2. All wye switches at Green Bay, MP AY 873.7, may be 

left lined as last used. 
3. All switches at Agricola, AY MP 877.6, may be left lined 

as last used. 
 
USE OF SPECIFIED TRACKS 
 
Tracks Instructions 

Bonnie Spur 

Trains will obtain permission from BB 
Dispatcher before leaving when enroute to 
Valrico Sub. via Bonnie Spur.  Switches will 
be left as last lined. 

 
2. INSTRUCTIONS RELATING TO SAFETY 

RULES 
 

HAZARDOUS WALKING CONDITIONS 
 
Look out for hazardous walking conditions on the Bone 
Valley Subdivision, north end of Green Bay, between 
No. 1 and No. 5 tracks, MP AYL 873.2. 

CLOSE CLEARANCE 
 

1. Employees will not ride the side of cars in 
Tracks 1 through 4, Mulberry Yard. 

2. Engines may not use Track no. 9 (Sulphur 
Track, MP AY 872.6), Mosaic Industries, 
Green Bay, beyond 376 feet from switch 
points, as the engines will not clear the steam 
pipes. 

 
Between the car and switch at Mulberry Parallel 
Products, Noralyn, FL, MP AYJ 876.0; it will not clear 
man on side of car at this location. 

 
3. INSTRUCTIONS RELATING TO COMPANY 

POLICIES AND PROCEDURES 
 

NONE 
 

4. INSTRUCTIONS RELATING TO EQUIPMENT 
HANDLING RULES 

 
NONE 

 
5. INSTRUCTIONS RELATING TO AIR BRAKE 

AND TRAIN HANDLING 
 
 NONE 
 
6. INSTRUCTIONS RELATING TO RESTRICTED 

EQUIPMENT 
 

LOCOMOTIVE SIX-AXLE RESTRICTIONS 
 
AY 877.3 Connection Track Agricola. 

 
7. MISCELLANEOUS  
 

1. Green Bay – CSX Crews en route to Mosaic 
Industries will contact the industry’s shift 
supervisor by radio advising him of their arrival and 
the location (north or south end) in the yard where 
they will be switching.  Thereafter, if the work 
location is changed, the industry supervisor must 
again be contacted and advised of the change in 
locations.  CSXT crews must obtain permission 
from the industry supervisor to use any and all 
tracks within the industry.  Mosaic also requires 
that hard hats be worn by everyone while on their 
property, including employees of CSXT.  Green 
Bay – Mosaic monitors Channel 66.  Additionally, 
CSXT crews will notify the industry supervisor 
when they depart.  Cars must not be left fouling the 
south end of Track 1 or 5 lead at Green Bay. 

 
Noralyn – All CSX trains en route Noralyn must contact 
the IMC/Agrico supervisor at Noralyn via “Channel 66” 
or by Bell telephone 863-860-1087 on Mobile Access, 
before crossing highway 555 on the Noralyn Spur, 
Bone Valley Subdivision, for permission to enter yard. 
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2. When trains are given the line from Rockland to 
Green Bay by the BB Dispatcher, with instructions 
to be looking out for another train at Green Bay, 
the train must not pass Highway 640 without 
talking to the train at Green Bay. 

 
3. Employees are prohibited from riding equipment 

except on a locomotive, shoving platform 
(caboose) or a car equipped with a riding platform 
that has a safety rail position between you and the 
end of equipment at Prairie Yard (Bone Valley 
Subdivision) between the north end Prairie MP AY 
863.7 and the south main line switch MP AY 865.9, 
unless the adjacent track is seen to be clear. 

 
4. The practice of ‘kicking cars’ with a conductor on 

the assignment is prohibited within the limits of the 
Bone Valley Subdivision.  Equipment is to be 
shoved to a joint or in the clear and appropriate 
hand brakes applied. 

 
5. Unless otherwise instructed, all crews terminated 

at Mulberry/Prairie, FL will remove EOT device and 
place an EOT rack, or other designated place, as 
directed by the trainmaster on duty.  Devices will 
not be left on engines or equipment unless 
otherwise instructed. 
 

NOTES 
 

NOTES 
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BREWSTER SUBDIVISION – B7 
TRACK DIAGRAM AUTHORIZED 

SPEED 
MILE 
POST STATION 

SOUTH 

AUTH  
FOR 

MOVE 
TWC NOTES 

   VALRICO SD 
    

   

40 SVC 835.8 EDISON    193  1 
      YARD   
      LIMITS   
 N. NEW WALES   BRADLEY   
         
  7.5       
  S. NEW WALES      

40        
10 SVC 842.8        
     ss     
    ACHAN    
    SD    
 

SVC 843.5 BRADLEY 
2.3 ss  (X)    2 

10     193   
35 SVC 843.4     YARD   
 SVC 845.6 BREWSTER   LIMITS   
   BRADLEY   
 SVC 846.6 DTC BLOCK SIGN   TWC-DTC   
        
        
  5.4    DTC  
      BLOCK  
      BREWSTER  
        
        
        
   TWC-DTC   
 SVC 851.0 DTC BLOCK SIGN 

AGROCK    
 

MOSAIC 
AGRICO         (x)  2 

       
  

193 
YARD 
LIMITS 

AGROCK   
 SVC 853.0 DTC BLOCK SIGN 4.3 

 
 TWC-DTC   

 SVC 855.3 GARWOOD      
  3.1      

35     DTC  
25 SVC 856.0     BLOCK  
 SVC 858.2 N.E. GARWOOD SOUTH    GARWOOD  
  1.6     HARDEE YARD     
 SVC 859.8 S.E. GARWOOD SOUTH     3 

25      
10 SVC 861.0 DTC BLOCK SIGN      
        
  23.2    DTC  

10     BLOCK  
 SVC 882.0     ONA  

25 DTC BLOCK SIGN      
 SVC 883.0 ARCADIA   TWC-DTC   

         
         
         
            TO END OF TRACK    

EDISON TO ARCADIA 47.2 MILES 
 

STATION PAGE NOTES 
NOTE 1: South wye Edison 10 MPH. 
NOTE 2: Railroad Crossing at grade.  Refer to Jacksonville Division Special Instructions, Item 1-E. 
NOTE 3: All tracks between MP SVC 860.0 and MP SVC 883.0 are declared “excepted track”. 
 

BB-DISP 08- 4 
RD 84 

1-800-445-5504 

MULBERRY 
YARD 
66/84 
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BREWSTER SUBDIVISION SPECIAL INSTRUCTIONS 
 

1. INSTRUCTIONS RELATING TO 
OPERATING RULES  

 
RAILROAD CROSSINGS AT GRADE 
 
The railroad crossing gates at Bradley, MP SVH 0.2 
have been removed and replaced with stop signs.  All 
trains approaching this railroad crossing from any 
direction are to stop within sight of traffic of the 
intersecting line not exceeding 5 car lengths and then 
proceed after way is seen to be clear. 
 
SPRING SWITCHES 
 
1. Trailing point movements may be made through 

the spring switches at the following locations, 
regardless of how the switch is lined: 

 
a) Spring switch at MP SVC 842.9, Bradley 
 
b) Spring switch at MP SVC 843.3, Bradley 
 
Note:   Operating Rule 104-L Section 2, Color 

Light Signals, is being amended to include 
the following paragraph: 

 
c) A lunar light indicates that the switch is 

properly lined for reverse position. 
 
This rule change applies only to the spring switches 
listed above. 
 
YARD LIMITS 
 
Tracks Instructions 

Edison, MP 
SVC 835.8 
and Brewster 
SVC 846.6 

Operation is under supervision of the 
BB Dispatcher at Jacksonville.  Trains 
must secure permission from the 
dispatcher before entering the main 
track at Edison or Brewster, or at any 
intermediate point, and must report to 
the dispatcher when clear. 

Agrock, MP 
SVC 851.0 and 
MP SVC 853.0 

Permission must be obtained from the 
“BB” Dispatcher before entering main 
track and must report to dispatcher 
when clear. 

Note: 
 
1. All movements must be made in the direction in which 

the line segment is given.  Trains may not make 
reverse movements without permission of the 
Dispatcher in order to protect Rule 704 working limits 
for maintenance of way employees. 

 
ROAD CROSSINGS AT GRADE 
 
1. Flag over the highway crossing between the main 

track and the gate on the Hickory Creek Spur. 
 
2. Flag over the Main Street crossing at Bradley, in 

the siding only, account rusty rail conditions. 
 
 
 
 

 
 
SPEED RESTRICTIONS 
 

Between Location/Mile Post MPH 
South Wye Edison 
North New Wales - Both legs of wye and the lead. 
South New Wales – Both legs of wye and the lead. 
Tampa Long Storage MP SVC 842.4 – SVC 842.8 
Tracks connecting Brewster Sub and Achan Sub at 
Bradley 
Brewster Team, MP SVC 846.3 – SVC 846.5 
Agrock both legs of wye and stem-of-wye switch 

10 

Through loading bins at Four Corners 5 
Fort Green Storage SVC 857.7 – SVC SVC 858.0 
Garwood Siding 
On a Storage MP SVC 865.3 – SVC 865.7 
Hickory Creek Spur MP SVC 866.5 
Limestone Storage MP SVC 873.4 – SVC 873.6 

10 

 
USE OF SPECIFIED TRACKS 

Tracks Instructions 

Lonesome 
Spur 

All tracks from the “New Lead” switch 
located at MP SVC 845.6 on the Brewster 
Subdivision and from the “Old Lead” switch 
located at MP SVC 845.8 on the Brewster 
Subdivision to the end of the track at 
Lonesome will be known as the Lonesome 
Spur.  Trains are restricted to a maximum 
speed of 10 MPH on all tracks within these 
limits. 

Agrock Yard & 
Four Corners 

Trains operating on the Four Corners Spur 
between Agrock and Four Corners will be 
governed by Rule 96.  Speed will be 
restricted to 5 MPH on all yard tracks at 
Agrock, except Track 2.  Speed, on Track 2 
and from Agrock at Ft. Green will be 
restricted to 10 MPH.  Speed through Ft. 
Green Washer is restricted to 5 MPH.  
From the west end of Ft. Green to Four 
Corners, speed is restricted to 20 MPH.  
Trains will use this spur to work only after 
permission is secured either from the BB 
train dispatcher in Jacksonville or directly 
from the Mosaic dispatcher at Agrock (via 
Radio Channel 66), or in person. 
 
Trains will approach Agrock, Ft. Green and 
Four Corners expecting to find mine 
engines occupying the main track unless 
otherwise instructed by the Mosaic 
dispatcher at Agrock. 

 
SWITCHES 
 
Bradley, Agricola Spur (Tram) and the north leg wye 
switch may be left lined as used.  Trains must 
approach these switches expecting them to be lined 
against their movement. 
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SWITCHING 
 

The practice of ‘kicking cars’ with a conductor on the 
assignment is prohibited within the limits of the Brewster 
Subdivision.  Equipment is to be shoved into the joint or 
in the clear and appropriate hand brake applied. 
 
EXCEPTED TRACK 
 

1. The following tracks are designated as 
Excepted Track: 
Main track from MP SVC 860.0 to MP SVC 
883.0. 

 
2. INSTRUCTIONS RELATING TO SAFETY 

RULES 
 
 HAZARDOUS WALKING CONDITIONS 
 

Look out for hazardous walking conditions on the 
Brewster Subdivision, MP SVC 851.3, north end of 
Agrock between track No. 5 and the scales. 

 
3. INSTRUCTIONS RELATING TO COMPANY 

POLICIES AND PROCEDURES 
 

 NONE 
 
4. INSTRUCTIONS RELATING TO 

EQUIPMENT HANDLING RULES  
 

NONE 
 
5.  INSTRUCTIONS RELATING TO AIR BRAKE 

AND TRAIN HANDLING RULES 
 

NONE 
 
6. INSTRUCTIONS RELATING TO 

RESTRICTED EQUIPMENT 
 

NONE 
 
7. MISCELLANEOUS 
 

1. New Wales – 
 

a) Crew member of arriving trains at either 
“North” or “South” New Wales will contact the 
Mosaic New Wales supervisor on CSXT 
Radio Channel 66, advising yard of their 
arrival and of the location where they will be 
switching.  CSXT crews should have a clear 
understanding with the Mosaic New Wales 
supervisor to avoid any conflict of track 
usage between CSXT train crews and 
Mosaic train crews.  Radio communication 
may also be used to notify CSXT crews of 
any unusual condition at Mosaic New Wales, 
such as a contractor working on or near 
tracks, or any track out of service.  If the crew 
is unable to contact the industry supervisor 
via radio, immediately secure assistance 
from the BB train dispatcher, or the “T” Unit 
at Mulberry. 

 
 

b) CSXT Train and Engine Crews are 
required to wear hardhat protection any 
time they are in the yard or plant area of 
Mosaic, New Wales.  It will not be 
necessary to wear hard hats while 
occupying the engine or caboose, but once 
outside that equipment, head protection 
must be worn.  The Mosaic Company at 
New Wales has provided a special box 
beside the Gazebo that will be used to 
store extra hard hats, which may be 
accessed with a CSXT switch key.  
Regularly assigned crew members will be 
provided their own hard hats by the 
trainmaster at Mulberry. 

 
c) CSX crews are prohibited from walking in 

the body of track 50 at South New Wales, 
Florida MP SVC 839.0.  Crews setting off 
in this track will leave cars at the clearance 
point in this track. 

 
d) CSXT train crews will not pull or spot cars 

to the following loading tracks at Mosaic 
Company, North New Wales:  Nos. 21-22-
23-31-32.  South New Wales track Nos. 
19-50-51-52-53 only occupy by permission 
of rail chief at South New Wales. 

 
2. In order to accomplish interchange of traffic at 

Arcadia, CSX is granted operating rights over 
the SGLR between MP SVC 883.0 and MP 
SVC 885.2.  Interchange of traffic will be 
accomplished using two double ended tracks, 
the west side of the main track just south of MP 
SVC 884.0, and former Boca Grande main 
track between South Wye and end of the track 
near MP SVC 885.5 

 
 

NOTES 
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BROOKER SUBDIVISION  -  XB 
TRACK DIAGRAM AUTHORIZED 

SPEED 
MILE 
POST 

STATION 
SOUTH 

AUTH 
FOR 

TWC NOTES 

   WILDWOOD SUB    
25   
 

SN 679.1 WANNEE JCT.   CPS-261 
  

 SN 679.7    ABS-261   
     TWC-DTC   
        
        
      DTC  

25     BLOCK  
40 SN 680.2     SAMPSON CITY  

        
  SN 683.9 SAMPSON CITY (1) HBD-DED     
         
         
       
  SN 693.0 DTC BLOCK SIGN 

    
        
  SN 702.3 HAYNESWORTH  (1) HBD-DED    
        
        
   DEERHAVEN SUB  

DTC 
BLOCK 

BURNETTS 
LAKE 

 
  SN 705.3 DTC BLOCK SIGN 

BURNETTS LAKE      
         

40       
30 SN 705.7       

         
         

30       
40 SN 705.9     DTC  

  SN 714.8 HAILE    BLOCK  
     HAILE STORAGE  ALACHUA  
    FL ROCK TRACK    

    4,200 FT.    
        

SN 715.6       
40       SN 717.0       

       20 
      SN 718.4       

   WEST COAST SUB TWC-DTC   15 
SN 718.6 NEWBERRY      

        
END OF BROOKER SUBDIVISION 

39.6 MILES STARKE TO NEWBERRY 

 

BB DISP 94-3 
RD 32 

1-800-445-5504 
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BROOKER SUBDIVISION SPECIAL INSTRUCTIONS 
 
1. INSTRUCTIONS RELATING TO OPERATING 

RULES 
 
SPEEDS 

 
Do not exceed 10 MPH on any tracks, other than main 
tracks, signaled sidings and controlled sidings. 
 
ROAD CROSSINGS AT GRADE 
 
The blocking of US-301 at Starke must be kept at an 
absolute minimum.  Trains should not be stopped so as to 
either block crossing or cause unnecessary operating of 
crossing signals if avoidable. 
 
SWITCHES 
 
a) The junction switch at MP SN 705.3 (MP ARB 725.8) 

will be left lined for straightway movements on the 
Brooker Subdivision. 

 
b) The two switches on the South Leg of the Wye at 

Newberry located at MPAR 730.2, West Coast 
Subdivision and MP SN 718.6, Brooker Subdivision will 
be left lined for straightaway movements from the 
Brooker to the West Coast Subdivision. 

 
USE OF SPECIFIED TRACKS 
 
Gas Plant Spur, MP SN 692.8 – Switches will be left lined 
and locked for straightaway movements on this spur. 
 
2. INSTRUCTIONS RELATING TO SAFETY 

RULES 
 

When in doubt take the safe course. 
 
3. INSTRUCTIONS RELATING TO COMPANY 

POLICIES AND PROCEDURES 
 

NONE 
 
4. INSTRUCTIONS RELATING TO EQUIPMENT 

HANDLING RULES 
 
 NONE 
 
5. INSTRUCTIONS RELATING TO AIR BRAKE 

AND TRAIN HANDLING RULES 
 
 NONE 
 
6. INSTRUCTIONS RELATING TO RESTRICTED 

EQUIPMENT 
 
 NONE 
 
 
 
 
 

7. MISCELLANEOUS 
 
1. The northbound signals at MP SN 679.7and MP SN 

680.0 are distance signals.  These signals provide 
information only about the next signal, not the 
condition of the track ahead. 

2. ”P” markers have been placed on these signals to 
allow trains to pass without the dispatcher’s 
permission.  Crews must ascertain by signal 
indication at MP SN 679.7 or by dispatcher’s 
instructions that the main line switch at Starke is lined 
for their movement from the branch before blocking 
US 301. 

3. All trains in both directions will sound their horn 
beginning at a point approximately one-half mile prior 
to reaching the trestle located at MP SN 683.3 and 
continuing until the engine covers the trestle. 

4. The track through U.S. 41, JS&W Track, Newberry, 
FL at MP SN 718.3 has been removed.  The track is 
now stub ended.  The north end is now 3,660 FT. 
from the point of the switch and the south end is now 
775 FT. from the point of the switch. 

 

NOTES 
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BROOKSVILLE SUBDIVISION - B2 
TRACK DIAGRAM AUTHORIZED 

SPEED 
MILE 
POST STATION 

SOUTH 

AUTH 
FOR 

MOVE 
TWC NOTES 

25 SR 789.2 BROCO  
  TWC-DTC DTC BLOCK 

BROCO  1 

 
SR 791.6 DTC BLOCK SIGN 3.0 

  
 SR 792.2 SHANDS SPUR  1 
   

 
 

 
      
 SR 793.5    1 
  2.8  193  
    YARD  
    LIMITS  
 SR 795.0 ROCK YARD  HAMMOCK  
   FLORIDA CRUSHED   
  2.8 STONE   
     

 

 
       
 SR 797.8 BROOKSVILLE     
    HOUSE    
   TRACK    
 SR 798.2 DTC BLOCK SIGN  TWC-DTC   

25 9.0     
35 SR 799.6    DTC  
   LYKES SPUR  BLOCK  
     ROCK  
 SR 806.8 AYERS     
     
 SR 809.3 DTC BLOCK SIGN     

35 10.2     
25 SR 812.0      
     DTC  
         FIVAY TEAM  BLOCK  
 SR 817.0 FIVAY   FIVAY  
       
       
       
     
 SR 823.5 DTC BLOCK SIGN  DTC  
    BLOCK  
  TWC-DTC LAKE  
 SR 834.0 DTC BLOCK SIGN                                                   NOWATNEY    
    193   
    YARD   
    LIMITS   

SR 836.9 HILLSBOROUGH SPUR  SULPHUR  1     SPRINGS   
25 SR 838.3 SULPHUR SPRINGS     

    CLEARWATER SD     
         

          
        

BROCO TO SULPHUR SPRINGS 49.1 MILES 
 

STATION PAGE NOTES 
NOTE 1: Refer to excepted track section in the Brooksville Subdivision Special Instructions. 

 

BB DISP 
08 - 5 

RD - 32 

BB DISP 
08 – 5 
RD 66 

BB DISP 08 – 5 
RD – 66 

1-800-445-5504 
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BROOKSVILLE SUBDIVISION SPECIAL INSTRUCTIONS 
 

1. INSTRUCTIONS RELATING TO OPERATING 
RULES 

 
YARD LIMITS 
 
Tracks Name 
Between MP SR 838.3 and SR 834. Sulphur Springs 
Between MP SR 791.6 and SR 798. Hammock 
 
EXCEPTED TRACKS 
 
The following tracks are designated as Excepted Track: 
 
1. Shands Spur 
2. Broco Yard 
3. Hillsboro Industrial spur and yard. 

A.  The Hillsboro Spur is out of service South of the 
Yuengling industry turnout up to Mckinnley drive 
including both legs of the wye, and the Hillsboro 
Yard in its entirety. 

4. Main track from MP SR 789.2 – MP SR 793.5 
 
ROAD CROSSINGS AT GRADE 
 
Trains will not operate over 15th Street on Hillsboro Spur 
between 0730 hrs. and 0815 hrs, and between 1415 hrs. 
and 1445 hrs., Monday through Friday. 
 
Stop and flag the following locations: 
 
Highway U.S. 98 on Shands Spur MP SR 792.9. 
State Road 476 on Sands Spur. 
30th Street crossing on Hillsborough Spur. 
 
SWITCHES 
 
1. The main track switch, MP SR 836.9, to Hillsboro 

Spur, will be left lined to Brooksville Subdivision Main 
Line. 

 
2. Your attention is directed to CSX Operating Rules 104, 

104-K and 104-L governing the operation of spring 
switches. 

 
The switch located at MP SY 848.6 (Sulphur Springs) 
on the Clearwater Subdivision has been changed to a 
spring switch.  Normal position for this switch will be 
lined for movements to and from the Clearwater 
Subdivision.  Facing point moves over this switch 
(Southbound on the Clearwater Subdivision and 
Northbound on the Brooksville Subdivision) will be 
governed by the indicator light also located at MP SY 
848.6.  Trailing point movements (Northbound on the 
Clearwater Subdivision and Southbound on the 
Brooksville Subdivision) may be made through this 
spring switch regardless of how the switch is lined. 
 

SPEED RESTRICTIONS 
 
Bold MPH denotes city Ordinance 
 
 
 

Between Location/Milepost MPH 
Shands Yard Track No. 1 10 
 
2. INSTRUCTIONS RELATING TO SAFETY 

RULES 
 
 When in doubt take the safe course. 
 
3. INSTRUCTIONS RELATING TO COMPANY 

POLICIES AND PROCEDURES 
 

NONE 
 
4. INSTRUCTIONS RELATING TO EQUIPMENT 

HANDLING RULES 
 

NONE 
 
5. INSTRUCTIONS RELATING TO AIR BRAKE AND 

TRAIN HANDLING RULES 
 
 NONE 
 
6. INSTRUCTIONS RELATING TO RESTRICTED 

EQUIPMENT 
 
 LOCOMOTIVE SIX-AXLE RESTRICTIONS 

 
1. MP SR 793.5  Rock Yard  Tracks 3,4 & 5. 
2. MP SR 806.0  Hernando County Airport 
3. MP SR 836.9  Entire Hillsborough Spur 

 
7. MISCELLANEOUS  
 

1. Two derails have been installed at the Florida 
Crushed Stone loop track, Gay, FL MP SR 795.0 at 
the following locations: 
 

a) North Loop Track 
b) South Loop Track 

 
The Normal position for these two derails will be in the 
“Off” position. 
 
When Florida Crushed Stone personnel are working on 
about equipment or tracks within their facility, the 
derails will be in the “On” position and locked by a 
Florida Crushed Stone locking device and must not be 
removed except by Florida Crushed Stone personnel. 
 

2.  When dumping a coal train at Florida Crushed Stone, 
the conductor will remain with Florida Crushed Stone 
employees while keeping in radio contact with the 
locomotive engineer. 
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BRUNSWICK SUBDIVISION  -  BN 
TRACK DIAGRAM AUTHORIZED 

SPEED 
MILE 
POST STATION 

SOUTH 

AUTH 
FOR 

MOVE 
TWC NOTES 

AO 587.1 BRUNSWICK JCT.  JESUP SD CPS-261 15 ABS-261   
AO 587.8  

 
 

TWC-DTC   40 
      

30 
AO 600.2 

    DTC  
 AO 600.7  9 CARS VARN WOOD   BLOCK  
      HOBOKEN  
 STORAGE 12 CARS   
 

AO 601.1 DTC BLOCK SIGN 
HOBOKEN    

1 

30      
AO 602.0 

     40 
NAHUNTA SD  

DTC 
BLOCK 

NAHUNTA 
2 AO 609.9 DTC BLOCK SIGN 

NAHUNTA     3 35 
      

40 
AO 610.9 

      
 AO 613.0 NAHUNTA NAHUNTA DD   DTC  
   DOUGLAS 17 CARS  BLOCK 4 
 AO 618.2  ASPHALT   BLADEN  
        
    
 AO 627.1 DTC BLOCK SIGN 

BLADEN  
 

 DTC  
      BLOCK  
  ANGUILLA  
 AO 633.1 ANGUILLA JUNCTION 

 
  DTC  

      BLOCK  
40 NS  TWC-DTC SILVER  
10 AOB 541.0 DTC BLOCK SIGN 

SOUTHERN JUNCTION  RR 96  
        

 AOB 538.0 BRUNSWICK      
10     96   
        
        

49.1 MILES BRUNSWICK JCT. TO BRUNSWICK 
 

STATION PAGE NOTES 
NOTE 1: Trains are prohibited from blocking crossing, Hoboken, in excess of 10 minutes. 
NOTE 2: Trains must not block road crossings in excess of 5 minutes, without cutting crossing in Nahunta Corporate limits. 
NOTE 3: Speed restriction applies until engine reaches last crossing in Nahunta. 
NOTE 4: Close clearance exists at Douglas Asphalt, will not clear man on car or locomotives through shaker. 

 

AC DISP 94-3 
RD-66 

1-800-628-4720 
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BRUNSWICK SUBDIVISION SPECIAL INSTRUCTIONS 
 
1. INSTRUCTIONS RELATING TO OPERATING 

RULES 
 
EXCEPTED TRACKS 
 
 All tracks in Brunswick Yard limits have been designated as 
excepted track other than: 
 
Track No. 1 and No. 1 extension 
Track No. 2 
Old Main Track from MP AOB 539.0 to Townsend St. 
N. Leg of Wye to Pulpmill crossover lead to and including field 

track No. 7 
 
SPEEDS 
 
Do not exceed ten (10) MPH on tracks other than Main tracks, 
signaled sidings and controlled sidings. 
 
RAILROAD CROSSINGS AT GRADE 
 

Railroad Crossings at Grade 
Location Railroad Protection Rule 

Nahunta 
MP AO 609.9 CSX Remotely 

Controlled 226-B(3) 

NS Junction 
MP AOB 541.0 NS 

Non-
Electric 
Locked 
gates 
(Note) 

New Castle Lead 
Brunswick Yard 
MP AOB 538.0 

NS 

Non-
Electric 
Locked 
gates 
(Note) 

Refer to 
Jacksonville 

Division 
Special 

Instructions, 
Item 1-E 

Note: Gates may be left as last used. 
 
HAND BRAKES 
 
A minimum of two hand brakes will be required on all cars left 
standing on any track within Brunswick Yard (to include all 
industries at Brunswick, GA.)  Also all tracks at Anguilla Jct, 
MP AO 633.1, Atkinson, GA, MP AO 618.0. 
 
USE OF SPECIFIED TRACK 
 
Southern Junction to Brunswick Yard – Train and engine 
movements will be made in accordance with Rule 96. 
 
2. INSTRUCTIONS RELATING TO SAFETY RULES 
 

When in doubt take the safe course. 
 
3. INSTRUCTIONS RELATING TO COMPANY 

POLICIES AND PROCEDURES 
 

NONE 
 
 
 
 

4. INSTRUCTIONS RELATING TO EQUIPMENT 
HANDLING RULES 

 
NONE 

 
5. INSTRUCTIONS RELATING TO AIR BRAKE 

AND TRAIN HANDLING RULES 
 
 NONE 
 
6. INSTRUCTIONS RELATING TO RESTRICTED 

EQUIPMENT 
 

Douglas Asphalt at Atkinson, GA, MP AO 
618.2 
 
Cars in excess of 14 FT. in height must not be 
placed under loading facility. 

 
7. MISCELLANEOUS  
 

1. JOINT TRACKS Brunswick – NS requires 
restricted speed on the Pulpmill Lead. 

 
2. Witlock Street MP AOB 538.8 – STOP and 

flag. 
 

3. Engines tied up at Brunswick Yard will be 
spotted at the NE of No. 3 track. 

 
NOTES 
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CALLAHAN SUBDIVISION  -  Z1 
TRACK DIAGRAM AUTHORIZED 

SPEED 
MILE 
POST STATION 

SOUTH 

AUTH 
FOR 

MOVE 
TWC NOTES 

P F   NAHUNTA SUB    
    SM 20.0 CALLAHAN   CPS-261 

  25 
       

  SM 19.9       
       DTC  

79 60     ABS-261 BLOCK  
   NS CROSSING  CRAWFORD  

 SM 15.5       
40        
   

79 60 SM 15.4 N. E. CRAWFORD  
 CPS-261 DTC  

      BLOCK  
     261 FOURAKER  
    

CRAWFORD SIDING 
 CSDG 10,900 FT 

    
  SM 13.3 S. E. CRAWFORD   CPS-261   
      ABS-261   
         

         
         

79 60       SM 12.9       60 60       SM 12.5       
       

79 60 

    
  SM 12.3 CRAWFORD CRAWFORD DD 

    
         
       DTC  
       BLOCK  
      ABS-261 FOURAKER  
  SM 5.0 N. E. FOURAKER   CPS-261   
    SSDG 6,690”     
    FOURAKER  261   
    SIDING   DTC  
  SM 3.5 S. E. FOURAKER   CPS-261 BLOCK  
       BALDWIN  
  SM 1.3  FOURAKER DD     

79 60    ABS-261   SM 1.0        

45 45 SM 0.18      1 
30 SM 0.0 JACKSONVILLE TERMINAL SUBDIVISION   CPS-261  2 

20.0 MILES CALLAHAN TO BALDWIN 
 

STATION PAGE NOTES 
NOTE 1: CALLAHAN SUB ENDS, JACKSONVILLE TERM. SUB BEGINS, MP SM 0.18. 
NOTE 2: 30 mph over RR crossing at grade, MP SM 0.0 

 

AC DISP 
14-32 

1-800-628-4720 

25 MPH 
THRU 

TURNOUT 
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CALLAHAN SUBDIVISION SPECIAL INSTRUCTIONS 
 
1. INSTRUCTIONS RELATING TO OPERATING 

RULES 
 

JUNCTIONS, DRAWBRIDGES AND RAILROAD 
CROSSINGS AT GRADE 
 

RAILROAD CROSSINGS AT GRADE 
Location Railroad Protection Rule 
Crawford 
MP SM 15.5 NS Automatic 226-B(3) 

Baldwin 
MP SP 652.5 
MP SM 00.0 
Callahan SD 

CSX Remotely 
Controlled 226-B(3) 

 
SWITCHING 
 
Northbound trains receiving a stop signal at Callahan on 
the Callahan Subdivision must STOP before blocking the 
crossing at MP SM19.1.  If operating conditions require 
this crossing to be blocked, then a crew member must be 
in position at the crossing to open the crossing for 
vehicular traffic. 
 
Baldwin, FL, MP FSM 0.18 – US 90 must not be blocked 
by a standing train in excess of five (5) minutes.  In the 
event of a mechanical or other problem being 
experienced, arrangements must be made to open this 
crossing for vehicular traffic. 
 
RADIO STATIONS AND INSTRUCTIONS 
 
All road trains will monitor channel 32. 
 
Milepost 
Location 

Hours of 
Operation 

Channel 
Monitored 

Type 
Station 

Callahan 32 Wayside 
Baldwin 66 Yard Office 
Dispatcher 
(AC) 

Continuous 
14 Wayside 

Note:  AC Train Dispatcher call in No. is 5.  AC Train 
 Dispatcher telephone No. is 1-800-628-4720. 
 
DEFECT DETECTOR 
 
The defect detector at MP SM 1.3 broadcast on radio 
channel 66. 
 

2. INSTRUCTIONS RELATING TO SAFETY RULES 
 

When in doubt take the safe course. 
 

3. INSTRUCTIONS RELATING TO COMPANY 
POLICIES AND PROCEDURES 

 
NONE 

 
 
 
 

4. INSTRUCTIONS RELATING TO EQUIPMENT 
HANDLING RULES 

 
 NONE 
 
5. INSTRUCTIONS RELATING TO AIR BRAKE 

AND TRAIN HANDLING RULES 
 
  NONE 
 
6. INSTRUCTIONS RELATING TO RESTRICTED 

EQUIPMENT 
 
 NONE 
 
7. MISCELLANEOUS 
 

1. Locomotives will not be operated beyond the 
derail at the Anderson Columbia Company 
siding, MP SM 14.9. 

 
2. Locomotives may not be operated on the 

Crawford Spur MP SM 14.9 to a point 230 FT. 
from the point of the switch.  A sign stating that 
engines may not be operated beyond this point 
has been erected. 

 

NOTES 
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CARTERS SUBDIVISION – CO 
TRACK DIAGRAM AUTHORIZED 

SPEED 
MILE 
POST STATION 

SOUTH 

AUTH 
FOR 

MOVE 
TWC NOTES 

P F     
    

          SANFORD SD ABS-261   
      A 840.8 CAN YARD SWITCH   CPS-261 

 1 
  (X)  (R)  261   60 40 

AUBURNDALE     A 841.0 INTERLOCKING   CPS-261   50 50 0.6    DTC  
79 60 A 841.3    ABS-261 BLOCK  
       YOUNG 2 
  A 841.4 AUBURNDALE CONN   CPS-261   
        
  A 843.3  CARTERS DD    
   3.3   

ABS-261 
  

  A 844.7 NE CARTERS   CPS-261   
     DTC  
   0.9 

CSDG 4,929 FT. 
25 MPH  261 BLOCK  

  A 845.6 SE CARTERS   CPS-261 CARTERS  
79       

 A 845.8      70       
79  A 846.0      
   1.7 PARK SPUR    
    10 MPH  

261 

 5 
  A 847.3 PARK SPUR   CPS-261  3 
      ABS-261   

79    CH SUB    
 A 849.6       70  3.9      
 A 849.7       

79 60       A 850.6       
      4 45 45 

      
79 60 A 851.1    ABS-261   
  A 851.2 LAKELAND CONN   CPS-261 DTC  
   0.6 VITIS SUB  261 BLOCK  

79 60 A 851.8 SOUTH LAKELAND   CPS-261 CARTERS  
        LAKELAND SD    
        

AUBURNDALE TO SOUTH LAKELAND 11.0 MILES 
 

STATION PAGE NOTES 
NOTE 1: That portion of the Auburndale Subdivision main track, between the home signals at the Auburndale railroad crossing at grade, from MP SX 

820.3 to MP SX 820.5, is designated as part of the Carters Subdivision. Requests for track occupancy authorities should be an “SX” 
milepost for protection on the “SX Line” main track, and an “A” milepost protection on the “A-Line” main track. 

 Railroad Crossing at Grade, Rule 226-B(3). 
NOTE 2: Rules ABS/CPS 261 are in effect on the McDonald Connection Track, which extends between MP A 841.4 Carters Subdivision, and MP SX 

822.0, Auburndale Subdivision.  This track is considered a signaled siding.  Maximum authorized speed is 30 MPH. 
NOTE 3: Method of Operation on the entire Park Spur is Rule 193 not exceeding 10 mph.  That portion of the Park Spur on the Carters Subdivision, 

beyond the turnout to the Lakeland Steam Generating Plant, (2.46 miles) has been abandoned.  A stop sign has been placed about 100 car 
lengths beyond the turnout switch to the Lakeland Steam Generating Plant and that portion of the Park Spur has been declared “Excepted 
Track.” 

NOTE 4: Lakeland – Within City Limits, standing trains, engines or cars may not block a street crossing, nor cause a crossing to be blocked by 
operation of protective devices for more than 5 minutes.  A minimum of 5 minutes must be allowed between movements over crossings 
unless all vehicular traffic has cleared since the previous movement.  Moving trains must not block crossings for more than 5 minutes where 
the length of the train (excluding engine and the caboose) is 65 cars or less; 10 minutes, 66 to 100 cars; or 15 minutes, more than 100 cars. 

NOTE 5: Do not exceed 10 MPH on the entire Park Spur Yard limit. 

AA DISP 54 – 6 
RD- 32 

1-800-628-4718 

AA DISP.
54 – 6
RD. 32 

WINSTON YD 
RD - 32 
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CARTERS SUBDIVISION SPECIAL INSTRUCTIONS 
 

1. INSTRUCTIONS RELATING TO OPERATING 
RULES 

 
JUNCTIONS, DRAWBRIDGES AND RAILROAD 
CROSSINGS AT GRADE 
 
RAILROAD CROSSINGS AT GRADE 
LOCATION RAILROAD PROTECTION RULE 
Auburndale, 
MP A 840.8 CSX Remotely 

Controlled 226-B(3) 

 
2. INSTRUCTIONS RELATING TO SAFETY 

RULES 
 

When in doubt take the safe course. 
 
3. INSTRUCTIONS RELATING TO COMPANY 

POLICIES AND PROCEDURES 
 

NONE 
 
4. INSTRUCTIONS RELATING TO EQUIPMENT 

HANDLING RULES 
 

NONE 
 
5. INSTRUCTIONS RELATING TO AIR BRAKE 

AND TRAIN HANDLING RULES 
 

NONE 
 
6. INSTRUCTIONS RELATING TO RESTRICTED 

EQUIPMENT 
 

LOCOMOTIVE SIX-AXLE RESTRICTIONS 
 
MP A 542.3 – Universal Products 

 
7. MISCELLANEOUS  
 

CLOSE CLEARANCE 
 

Due to Close Clearance, employees will not ride cars 
at the following locations: 
 
a) MP A 844.9 – Carters Team Track – West Side. 

 
b) Park Spur MP A 847.0 – High Stand Switch to 

Lakeland Power Plant off of Park Mine Spur. 
 

1. Coal trains from Wildwood enroute Lakeland 
McIntosh Power Plant on the Park Spur,  
MP A 847.3, will be governed as follows: 

 
The conductor will ensure the dump air hose is 
connected and the dump system is charging 
before leaving Wildwood. 

 
 
 
 

Upon arrival at the McIntosh Power Plant, the train 
crew will accompany an employee of the power plant 
to ensure that dump line is charged to not less than 
90 lbs. of air pressure.  Dumping should not begin 
until after the cars are fully charged and ok’d by an 
employee of the power plant.  Trains may move in 
either direction, not exceeding 10 MPH on the loop 
and not exceeding 5 MPH on pit.  Actual dumping 
speed will be approximately 3 MPH. 
 
When the train has been dumped, the air dump 
system will be cut out behind the rear unit.  If for any 
reason a car cannot be dumped, it will be pulled just 
past the pit to enable a crew member to cut out the 
dump air and to bleed off the dump air on that car.  
Under no circumstances will a CSX employee work 
on any car while it is over the pit area.  After the 
loaded car has been dumped, air cut out, and bled off, 
the conductor will spot the car in the plant 
maintenance track. 
 
If the McIntosh Coal Train has insufficient power then 
the train will be split in half to prevent stalling on the 
pit.  The train must not be split until the entire train 
has cleared Combee Road.  Each portion of the train 
must be checked at the rear for the proper pressure 
on the dump line (90 lbs.) and then when it is cleared 
by a power plant employee it may be dumped. 
 
The conductor will give all paper work to McIntosh 
Power Plant (Park) employees and will notify the 
Winston yardmaster the time the train arrived and the 
time train departs McIntosh Power Plant. 
 

2. That portion of the Auburndale Subdivision main track 
between the home signals at the Auburndale Railroad 
Crossing at grade, from MP SX 820.3 to MP SX 
820.5, is designated as part of the Carters 
Subdivision. 
 
Requests for track occupancy authorities should be 
an “SX” milepost for protection on the “SX Line” Main 
Track, and an “A” mile post protection on the “A-Line” 
Main Track. 
 

NOTES 
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CH SUBDIVISION – BT 
TRACK DIAGRAM AUTHORIZED 

SPEED 
MILE 
POST STATION 

SOUTH 

AUTH 
FOR 

MOVE 
TWC NOTES 

   CARTERS SD    
10 AX 851.6 LAKELAND   193   
      
     

YARD 
LIMITS  

     CH  
      

 

 
  2.9     
       
       
     

 
 

  
        
        
       
 AX 854.5   HYDROMINE SPUR     
   .5     1, 2 
        
        
 AX 855.0   LAKELAND    
    ANIMAL   3 
    NUTRITION 193   
   .3   YARD   

10 AX 855.3    LIMITS   
   END OF TRACK CH   

LAKELAND TO END OF TRACK 3.7 MILES 
 

STATION PAGE NOTES 
NOTE 1: A portable derail has been installed inside the gate at PCA on the Hydromine Spur, MP AX 854.8.  This derail will be operated by a PCA 

Employee. 
NOTE 2: CSX employees must wear hard hats while inside Resolution Performance Products facilities. 
NOTE 3:  Refer to Close Clearance in the CH Subdivision Special Instructions. 
 

BB DISP 08-5 
RD 32 

1-800-445-5504 
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CH SUBDIVISION - BT 
 

1. INSTRUCTIONS RELATING TO OPERATING 
RULES 

 
Switches Equipped with Foot Latches –The following 
locations are equipped with foot latch switches: 
 

MP AX 853.2 – Team Track 
 

These switches are identified by switch handles 
painted white. 

 
2. INSTRUCTIONS RELATING TO SAFETY 

RULES 
 

When in doubt take the safe course. 
 

3. INSTRUCTIONS RELATING TO COMPANY 
POLICIES AND PROCEDURES 

 
NONE 

 
4. INSTRUCTIONS RELATING TO EQUIPMENT 

HANDLING RULES 
 

NONE 
 
5. INSTRUCTIONS RELATING TO AIR BRAKE 

TRAIN HANDLING RULES 
 

NONE 
 

6. INSTRUCTIONS RELATING TO RESTRICTED 
EQUIPMENT 

 
NONE 

 
7. MISCELLANEOUS  
 

Close Clearances - Look out for a close clearance at 
the Lakeland Animal Nutrition platform on the north 
side unloading chute inside buildings, MP AX 855.0 
account a person will not clear on the side of a car. 
 

NOTES 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

NOTES 
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CLEARWATER SUBDIVISION - ZZ 
TRACK DIAGRAM AUTHORIZED 

SPEED 
MILE 
POST STATION 

SOUTH 

AUTH 
FOR 

MOVE 
TWC NOTES 

SY 843.2 GARY TAMPA TERMINAL SD  10  0.3   96   
10  GARY    
 SY 843.5    96  

 
 TN  TAMPA TERM    SUBDIVISION  

10 SY 843.6  (X) (R)  
CPS-261  1 

20     TWC-DTC DTC  
  5.0    BLOCK  

   PARKERS SIDING  GARY  
  

SY 846.6 DTC BLOCK SIGN     
       
       
  

 
 SULPHUR SPRING 

STORAGE TRACK   

DTC 
BLOCK 
DIXIE 

 
  SY 848.6 DTC BLOCK SIGN 

SULPHUR SPRING POCKET TRACK ss    
    BROOKSVILLE SD     
         

20     DTC  SY 849.0     BLOCK  25 
    DREW  SY 851.4   DREW SPUR           SY 854.9        

     
 SY 856.1 DTC BLOCK SIGN      

25       SY 864.1       10     DTC  
25 SY 864.3     BLOCK  

    ARMSTON  TARPON  
    RUNAROUND       27.5       

25       
15 SY 873.0     
 TWC-DTC  2 
 SY 873.1 DTC BLOCK SIGN  N. CLEARWATER 

   
15       SY 874.4       10 

  193   
25 

(SY 875.6) 
ARE 882.6 CLEARWATER 

  YARD   
   LIMITS   

    BELLEAIR SDG. CLEARWATER   
        
   DUVAL SPUR    
  ARE 887.0 DTC BLOCK SIGN    
      
   15.8  

25 
 CROSS BAYOU 

TWC-DTC 
DTC 

BLOCK 
LARGO 

 
10 ARE 895.0 DTC BLOCK SIGN     
    193   

     ST. PETERSBURG YARD  2 
     YARD  LIMITS   
     ST.    
     END OF PETERSBURG   

10   SOUTH SIDE SPUR TRACK    
 ARE 898.4      

GARY TO ST. PETERSBURG 48.6 MILES 
STATION PAGE NOTES 

NOTE 1: Remotely controlled, Rule 226-B(3). 
NOTE 2: Refer to Close Clearances in the Clearwater Subdivision Special Instructions. 

BB DISP 
08-5 

RD – 32 
1-800-445-5504 

BB DISP. 
08 – 5 
RD 66 
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CLEARWATER SUBDIVISION SPECIAL INSTRUCTIONS 
 

1. INSTRUCTIONS RELATING TO OPERATING 
RULES  

 
ROAD CROSSINGS AT GRADE 
 
1. STOP and flag the following locations: 
 

Central Avenue - MP ARE 898.0. 
Lake Ave, Largo, FL - MP ARE 886.4 
Rowlett Road - MP SY 847.7. 
Hercules Road - MP SY 871.2, in the siding only 

 
2. All movements between MP ARE 883.2 and MP SY 

894 must protect road crossing and operate under 
Operating Rule 223 due to rusty rail conditions. 

 
3. Do not exceed 5 MPH over road crossing at 13th 

Avenue North, MP ARE 897.10, St. Petersburg, until 
the crossing gates are down. 

 
4. Trains will not operate over Waters Avenue on the 

Drew Spur between 0645 hours and 0700 hours, and 
between 0745 hours and 0800 hours Monday through 
Friday. 

 
5. Trains will refrain from occupying road crossing, Sligh 

Ave. on the Drew Spur, MP SY 854.0, during the 
hours of 0700 to 0730 Monday thru Friday.  During 
this time switching over the crossing is prohibited.  If 
necessary trains may occupy the crossing, but only to 
clear the crossing or other necessary crossings. 

 
SPEED RESTRICTIONS 
The following tracks are restricted to 10 MPH 
 
Parker Siding Clearwater Siding 
Sulphur Springs Siding Belleair Siding 
Entire Drew Spur Cross Bayou Siding 
Armston Runaround Entire Southside Spur 
 
CITY ORDINANCES 
 
Between Mileposts Speed 
SY 866.7 and SY 867.5 25 
SY 872.0 and SY 873.0 25 
SY 873.0 and SY 874.4 15 
ARE 885.0 Over the Road Crossing 25 
ARE 891.3 and ARE 893.1 25 
 
EXCEPTED TRACKS 
 
The following Tracks are designated as Excepted Track: 
 
1. MP ARE 895.0 to MP ARE 898.4 
2. MP SY 873.1 to MP SY 875.6 
3. MP SY 893.8 to MP SY 895.5 (South Side Spur) 
 
SWITCHING 
 
Crews will not operate inside the gate at Acre Iron, MP 
ARE 90.3. 
 
 
 

 
The Gate at Home Depot (Drew Spur) MP SY 854.0 must 
be locked after working this industry. 
 
TDSI Facilities:  The TDSI ramp facility at Drew MP SY 
854.0 has installed an electrified fence on both the north 
lot (Commercial Carriers) and south lot (Motor Convoy).  
Signs have been posted on both rail entrance gates with 
instructions.  The signs read: 
 

ELECTRIFIED FENCE 
CSX PERSONNEL 
ARE PROHIBITED 

FROM HANDLING GATES 
CONTACT 813-882-0261 

 
In order to gain entry to TDSI property via rail, the 
following procedure must be followed: 
 
1) If the job/train and/or employee is equipped with a 

Company cellular phone, the guard at the 
guardhouse must be contacted at the number above 
to gain entry. 

 
2) If no cellular phone is available, you must contact 

the yardmaster at Rockport via radio.  If unable to 
reach the yardmaster at Rockport, you must contact 
the yardmaster at Yeoman via radio.  If you are 
unable to reach the Rockport or Yeoman 
yardmaster, the BB train dispatcher must be 
contacted via radio.  These contacts must be made 
in the order given. 

 
If you are required to gain entry to TDSI property in 
a highway vehicle, you must also contact the guard 
in order for the gates to be opened at the phone 
number shown above in order to gain entry. 
 

SWITCHES 
 
Your attention is directed to CSX Operating Rules 104, 
104-K, and 104-L governing the operation of spring 
switches. 
 
The switch located at MP SY 848.6 (Sulphur Springs) on 
the Clearwater Subdivision has been changed to a spring 
switch.  The normal position for this switch will be lined for 
movements to and from the Clearwater Subdivision.  
Facing point moves over this switch (Southbound on the 
Clearwater Subdivision and northbound on the Brooks 
Subdivision) will be governed by the indicator light also 
located at MP SY 848.6.  Trailing point movements 
(Northbound on the Clearwater Subdivision and 
Southbound on the Brooksville Subdivision) may be made 
through this spring switch regardless of how the switch is 
lined. 
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USE OF SPECIFIED TRACKS 
 
Tracks Instructions 

Between MP 
SY 843.2 and MP 
SY 843.5 (formerly 
main track) 

This track is classified as track, other 
than main track, and trains will be 
governed by Rule 96.  Movements will 
be made with permission of the Yeoman 
Yardmaster. 

Drew Spur Switches will be left lined and locked for 
straight away movement on spur. 

Southside Spur, 
St. Petersburg 
between 
MP SY 895.5 and  
MP SY 893.8  

This track is classified as track other 
than Main Track and trains will be 
governed by Rule 96. 

 
2. INSTRUCTIONS RELATING TO SAFETY 

RULES 
 

When in doubt take the safe course. 
 
3. INSTRUCTIONS RELATING TO COMPANY 

POLICIES AND PROCEDURES 
 

NONE 
 

4. INSTRUCTIONS RELATING TO EQUIPMENT 
HANDLING RULES 

 
NONE 
 

5. INSTRUCTIONS RELATING TO AIR BRAKE 
AND TRAIN HANDLING RULES 

 
NONE 
 

6. INSTRUCTIONS RELATING TO RESTRICTED 
EQUIPMENT 

 
LOCOMOTIVE SIX-AXLE RESTRICTIONS 

Item 1 SY 845.5 Parker Pass Track 
Item 2 SY 846.2 Winn Dixie Lead 
Item 3 SY Hillsborough Team Track 
Item 4 SY City of Tampa Waterworks 
Item 5 SY Sulphur Spring Siding 
Item 6 SY 854.0 Drew Spur 
Item 7 SY 853.6 Construction Comp 
Item 8 SY 853.7 N Wye Drew 
Item 9 SY 854.0 S Wye Drew 

Item 10 SY 854.7 FLA Mining 
Item 11 SY 861.7 Florida Power 
Item 12 SY 862.5 Oldsmar Team Track 
Item 13 SY 870.7 Clearwater Chemical 
Item 14 SY 870.9 N E Armston 
Item 15 SY 871.2 S E Armston 
Item 16 SY 873.3 N E North Clearwater Siding 
Item 17 SY 874.0 S. E. North Clearwater Siding 
Item 18 SY 875.2 Scotty’s 
Item 19 SY 875.6 Engine Track 
Item 20 ARE 882.7 N E Belair Siding 
Item 21 ARE 883.1 S E Belair Siding 
Item 22 ARE 883.4 Suburban Propane 

 

LOCOMOTIVE SIX-AXLE RESTRICTIONS 
Item 23 ARE 886.4 Duval Spur 
Item 24 ARE 887.0 Ulmerton Team 
Item 25 ARE 896.9 St. Pete Times Lead 
Item 26 ARE 896.9 Carroll Building 
Item 27 ARE 897.1 ACC Recycliing Corp. 
Item 28 ARE 897.1 St. Pete Times Track 
Item 29 ARE 897.1 Jungle Spur Junction 
Item 30 ARE 889.2 B&B Printing Siding 
Item 31 ARE 890.1 N E Cross Bayou Siding 
Item 32  ARE 890.2 Acre Iron #1 
Item 33 ARE 890.3 Acre Iron #2 
Item 34 ARE 890.4 S E Cross Bayou 
Item 35 ARE 890.5 A&M Supply 
Item 36 ARE 890.6 Ferrell Gas 
Item 37 ARE 891.1 Southern Culvert 
Item 38 ARE 892.3 Pinellas Team 

 
7. MISCELLANEOUS  
 
All train movements to or from the Clearwater and 
Tampa Terminal subdivisions at Gary must be made by 
using the west main track only.  Movements to or from 
the Hookers Point Lead and the Tampa Terminal 
Subdivision must be made by using the east main track 
only.  Permission to use the east and west main tracks 
at Gary must be obtained from the yardmaster at 
Yeoman Yard. 

 
Close Clearance 
 
Look out for hazardous walking conditions and close 
clearance at Heritage Plastics, on the Drew Spur, MP 
SY 854.0. 
 

NOTES 
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DEERHAVEN SUBDIVISION  -  DV 
TRACK DIAGRAM AUTHORIZED 

SPEED 
MILE 
POST STATION 

SOUTH 

AUTH 
FOR 

MOVE 
TWC NOTES 

      
   BROOKER SUB   

  

     TWC-DTC   
      

ARB 725.8 DTC BLOCK SIGN 
BURNETT’S LAKE     20 

NORTH LEG OF 
WYE      

35 ARB 727.5 
   

 

DTC 
BLOCK  

  12.8   HAGUE  
       

35   TWC-DTC   

 
ARB 731.0 DTC BLOCK SIGN 

  
96  

25      

 

 
     
 ARB 738.6 GAINESVILLE   96   
   END OF TRACK    

12.8 MILES BURNETT’S LAKE TO GAINESVILLE 

 

BB DISP  
RD-32 
94-3 
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DEERHAVEN SUBDIVISION SPECIAL INSTRUCTIONS 
 
1. INSTRUCTIONS RELATING TO OPERATING 

RULES 
 
SPEEDS 
 
Do not exceed 10 MPH on any tracks, other than main 
tracks, signaled sidings and controlled sidings. 
 
EXCEPTED TRACKS 
 
That portion of the Deerhaven Subdivision between MP 
ARB 731.0 and MP ARB 738.6, including all yard and 
industrial tracks are excepted track. 
 
SWITCHES 
 

1. The Main Track switch at MP ARB 726.1 governing 
movements to the north leg the of wye will be left 
lined for movements from Deerhaven Subdivision 
main Track to the north leg of the wye. 

2. During the time unit coal trains are unloading at the 
Hague Power Plant, a crew member must be in 
position at all times to observe the unloading pit.  If 
the coal exceeds the top of the rail, the train must 
immediately be stopped until the level of coal runs 
down.  Special care must be taken when unloading 
wet or frozen coal. 

3. A new track serving the Deerhaven coal plant car 
repair shop is now in service.  The track is located 
4,420 FT. from the main line switch MP ARB 731, 
Deerhaven Subdivision.  The new switch breaks off 
from the loop track and is 781 FT. with a derailer 
installed 190 FT. from the switch point. 

 
Switches Equipped with Foot Latches 
 

The following locations are equipped with foot latch 
switches: 
 
MP ARB 726.6 – South end Burnett’s Lake 
MP ARB 731.5 – South end GRU Coal Plant 

 
2. INSTRUCTIONS RELATING TO SAFETY 

RULES 
 

When in doubt take the safe course. 
 
3. INSTRUCTIONS RELATING TO COMPANY 

POLICIES AND PROCEDURES 
 

 NONE 
 
4. INSTRUCTIONS RELATING TO EQUIPMENT 

HANDLING RULES 
 
 NONE 
 
5.  INSTRUCTIONS RELATING TO AIR BRAKE 

AND TRAIN HANDLING RULES 
  
 NONE 

6. INSTRUCTIONS RELATING TO RESTRICTED 
EQUIPMENT 

 
Cars exceeding 263,000 lbs. – DO NOT EXCEED 30 MPH 
between Burnett’s Lake and MP ARB 731.0 
 
7. MISCELLANEOUS 
 

NONE 
 

NOTES 
 
 


